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A B S T R A C T

Increasing demands on function and performance call for burr-free workpiece edges after machining.

Since deburring is a costly and non-value-added operation, the understanding and control of burr

formation is a research topic with high relevance to industrial applications. Following a review of burr

classifications along with the corresponding measurement technologies, burr formation mechanisms in

machining are described. Deburring and burr control are two possible ways to deal with burrs. For both,

an insight into current research results are presented. Finally, a number of case studies on burr formation,

control and deburring along with their economic implications are presented.
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1. Motivation and introduction to issues regarding burrs

The demands placed by designers on workpiece performance
and functionality are increasing rapidly. Important aspects of
manufacturing’s contribution to the fulfillment of these demands
are the conditions at the workpiece edges. While the geometries
generated by designers in a CAD system or a technical drawing
generally are clean and straight, the real geometry of the
workpiece edges is to a large extent determined by the formation
of burrs in the final manufacturing process. In many cases, time-
consuming and expensive deburring processes have to be applied
in order to ensure the desired part functionality.

Recent studies have shown a large economical impact of burrs
and their effects. Not only is deburring a non-value-added process,
but in many cases increasing burr formation is a key factor of
cutting tool wear and leads to replacement of tools which are
otherwise still operating without problems.

If burrs do not have to be removed from a workpiece for
functional reasons, there are still two dangers remaining. Firstly,
burrs are often quite sharp and can lead to small finger injuries for
assembly workers. Secondly, burrs which initially stick to a part
can become loose during operation of a product and cause damage
later on (see for example Fig. 1). A well-known example for this are
burrs caused by drilling operations in engine cylinder heads, where
the burr is located in channels of the cooling system, comes loose
during operation of the engine, is then carried by the cooling fluid
on to different locations of the engine where it can potentially
cause a complete engine failure.

A study carried out in the German automotive and machine tool
industries showed costs associated with burr minimization,
deburring and part cleaning. To evaluate the economic impact
of expenses caused by burrs the participants of the survey were
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asked to name the manufacturing share related to burrs for a
specific workpiece. The expenses are caused by an increase of
about 15% in man power and cycle times. In addition, a 2% share in
the reject rate and a 4% share in machine breakdown times due to
burrs were reported (see Fig. 2). Averaging the presented
distribution without any weight factors the share accounts of up
to 9% of total manufacturing cost [11].

An economic evaluation of the impact of burrs, chips and part
cleaning related production cost has been provided by Aurich [11].
The costs are estimated as up to 500 million Euro expense per year
only in Germany.

Other important issues are supplier–customer relations in which
there is a clear need for a standardized description and measure-
ment methods for burrs. However, there is still no widely applicable
and accepted international standard available, even though in many
contracts formulations such as ‘‘free of burrs’’ are used. Control and
removal of burrs are one of the economically most important issues
in many machining operations and have been in the focus of research
in cutting operations for the last 50 years.

Earliest reported works describe burrs in punching. The first
considerations of burr formation in metal cutting came along with
investigations of chip formation. Both are closely interlinked with
each other. Pekelharing [121] described investigations on chip
formation in cutting and thereby presented the first research
results on burr formation mechanisms.

The first fundamental work dedicated to burr formation
mechanisms was published by Gillespie [48]. Gillespie presents
an analytical model which illustrates burr formation mechanisms
and which predicts burr properties. The results of this model are
compared to experimental observations. After a basic under-
standing of the mechanisms underlying burr formation had been
reached, the focus of research turned to deburring. Deburring is a
very time-consuming and costly operation. In many cases
deburring is a tedious manual task.

There are a large number of deburring procedures, tools and
machines available today, often based on the fundamental work on
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Fig. 1. Burr in an injection hole of a fuel system (left) chip in a fluid loop (right).

Fig. 3. Definition of burrs according to ISO 13175 [67].

Fig. 2. Share of manufacturing effort caused by burrs [11]. Fig. 4. Examples of burr definition according to [47].
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deburring carried out by Schäfer [133] and Gillespie [48]. Yet, in
industrial practice many deburring operations are still carried out
manually.

This paper presents a comprehensive overview on the topic of
burrs formed in machining operations. Several CIRP colleagues
have provided significant insight on burr formation mechanisms
and deburring.

2. Burr descriptions and classification

Presently, there are various international and national stan-
dards as well as proprietary standards for describing burrs and
evaluating the quality of component edges.

For thousands of years there was no word for a ‘‘burr’’ formed by
machining, but Erasmus Darwin, grandfather of Charles Darwin, a
naturalist and poet, appears to be the first person to mention
‘‘burr’’ in writing (1784).

In the Oxford English Dictionary a burr is described as a rough
ridge or edge left on metal or other substance after cutting,
punching, etc.; e.g. the roughness produced on a copper-plate by
the graver; the rough neck left on a bullet in casting; the ridge left
on paper, etc., by puncture.

In most cases, burrs are defined as undesirable or unwanted
projections of the material formed as the result of the plastic flow
from cutting and shearing operations.

The CIRP dictionary does not yet provide a definition of the term
burr.

2.1. Burr definitions

In technical drawings or geometric workpiece models, the ideal
geometric shape is represented without any deviation and, in
general, without consideration of the edge conditions. Sometimes,
a chamfer is indicated as workpiece condition. But then, the
chamfer is assumed to exhibit ideal geometry (which cannot or
only with large expenses be realized). However, for many
purposes, i.e. the functioning of a part or for safety considerations,
particular states need to be indicated [67]. Such states include
those of external edges free from burr, sharp edges or those with a
burr. The ISO 13715 [67] defines the edge of a workpiece as burred
if it has an overhang greater than zero (Fig. 3).
Schäfer [133] gives one of the earliest technical descriptions of a
burr. He describes a burr as the part of a workpiece which is
produced through manufacturing processes on an edge or a surface
and which lies outside the desired geometry. Ko [81] bases his
work on this definition and defines a burr as an ‘‘undesirable
projection of material formed as the result of plastic flow from a
cutting or shearing operation’’.

A comprehensive definition can be found in [19]. A burr is a
body created on a workpiece surface during the manufacturing of a
workpiece, which extends over the intended and actual workpiece
surface and has a slight volume in comparison with the workpiece,
undesired, but to some extended, unavoidable.

Gillespie’s definition of the burr is limited to cutting and
shearing processes. A burr produced by those operations includes
‘‘all the material extending past the theoretical intersection of two
surfaces, which surround the burr’’. The reference in that case is the
theoretical intersection of the two surfaces and not the desired
surface. In addition, Gillespie’s definition includes burrs that lie
inside the theoretical intersection as shown in Fig. 4 [47].

2.2. Burr geometry

Schäfer [133] uses a random cross-section for describing basic
burr parameters. He states that each burr can be characterized by
its longitudinal and cross-sectional profile and defines the
following burr descriptions and measurement categories.
� T
he burr root thickness bf is the thickness of the burr root area
measured in the cross-section.

� T
he burr height h0 is defined by the distance between the ideal

edge of the workpiece and the highest point in the cross-
sectional area.

� T
he burr root radius rf as shown in Fig. 5 is determined by

positioning a circle to the burr root.

� T
he burr thickness bg describes the thickness parallel to the burr

root area at a distance of rf, as measured in the cross-section
[133].

The longitudinal profile of a burr is not very informative in most
cases, and therefore, it is rarely used to describe burrs. The length
of the burr is of interest because it describes how much of the total



Fig. 7. Edge quality classes [133].

Fig. 5. Measurement values of a burr [133].

Fig. 6. Burr geometry as indicated in ISO 13715 [67].
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edge length exhibits a burr. This in turn is directly related to the
time necessary for deburring of a workpiece.

For a detailed description of burrs the so-called burr value has
been defined (Fig. 5). The burr value g consists of the four
geometric parameters burr root thickness bf, burr root radius rf,
burr thickness bg, and burr height h0. The different weighting
factors result from the impact of the individual burr parameters on
the deburring process [101].

The ISO 13715 [67] standard uses only one value to define the
deviation from the ideal geometrical outline of the edge, see Fig. 6.
The size of the edge area is termed ‘‘edge measure a’’. This value is
measured from the burr tip perpendicular to the surface from
which the burr is protruding.

2.3. Standards for burr classification

There are still no universally accepted definitions for ‘‘burr’’.
Many companies and quality departments define an edge as ‘‘burr-
free’’ if no loose material can be detected. To others it means that
there is no material, forming a burr, visible to the naked eye. To
some it means an edge condition that will not cause any functional
problem in the next assembly, even though a supplier often does
not know the exact requirements for the next assembly. Some
researchers also call edge breakout (missing material) a burr. In
some cases, EDM resolidified material is seen as a burr, sometimes
flash is regarded as a burr, and sometimes plating build up at edges
is considered a burr. A hump of rounded metal at an edge is a burr
to some and not to others [49].

There are various general standards for evaluating the quality of
component edges and for classification of burrs build by a material
removal process. Below, already existing international proposals
for classifying component edges will be presented.

The first standard for burr classification introduces seven
quality steps which are followed by a verbal description of the
target state of the component edge for each quality step. Further, a
description of the verification process is given for some instances
[50].
Schäfer’s [133] classification provides nine classes of deburring
quality. The class limit is determined quantitatively by using series
of preferred numbers in order to achieve homogeneous spacing
and to keep the number of classes small. This ensures that the
classification is applicable in practice. Furthermore, the measuring
parameters for deburring quality are entered into four quadrants of
a coordinate system (Fig. 7).

A proposal for evaluating edge quality created from a quality
assurance engineer’s point of view is given in [115]. This proposal
for standardization is based on case studies. By using code tables
and work instructions, acceptable burr heights and burr states are
defined.

An additional standard for classification of deburring quality is
given by Kato [71]. It describes edge states uniformly through
many important functions fulfilled by component edges. He
introduces tables describing quality steps of machined component
edges which are divided into edges with critical and non-critical
functions. Further, the system subdivides critical edges into five
quality steps and non-critical edges into three quality steps. The
edge dimensions are stated quantitatively, and a tolerance range is
defined.

Another system uses symbols for component areas or edges
which contain all relevant data required for machining and
evaluation. It covers mostly the various applications of the
automotive industry and its suppliers. The quality necessary for
a function such as geometric parameters, acceptable tolerances
and evaluation methods can be defined using this standardization
[23].

Finally, in this context it should be mentioned that the an
industry survey, carried out in the so-called (in German)
‘‘SpanSauber’’ project, showed that due to the lack of an overall
accepted burr classification approximately 45% of interviewed
companies use an in-house classification [11].

2.4. Types of burrs in material removal

Today, there exist numerous different burr descriptions
depending on application, manufacturing process, shape, forma-
tion mechanism and material properties.

Gillespie [48] is among the first to describe different types of
burrs. Four types of machining burrs were detected: Poisson burr,
rollover burr, tear burr and cut-off burr, see Fig. 8. The Poisson burr
is a result of the material’s tendency to bulge to the sides when it is
compressed until permanent plastic deformation occurs [46].
Narayanaswami calls this a side burr because the ‘‘Poisson’’ effect
as known from Engineering Mechanics is only applicable in the



Fig. 8. Schematic of Poisson, tear and rollover burr [48].

Fig. 9. Types of machining burrs [111].

Fig. 10. Poisson burr formed when cutting edge of tool extends past edge of

workpiece [50].
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elastic range [112]. The rollover burr is essentially a chip which is
bent rather than sheared resulting in a comparatively large burr.
This type of burr is also known as an exit burr because it is usually
formed at the end of a cut. The tear burr is the result of material
tearing loose from the workpiece rather than shearing clearly. It is
similar to the burr formed in punching operations. The cut-off burr
is the result of workpiece separation from the raw material before
the separation cut is finished [48].

From the point of view of cutting technology, machining
burrs are more appropriately described by the cutting edge
which is directly related to burr formation and also by the mode
and direction of the burr formation. The sideward burr in
orthogonal cutting was firstly studied because it is one of the
most basic types of burr [111]. Nakayama [111] studies burr
formation and in particular, side burrs through experimental
investigations. He describes machining burrs formed in various
cutting operations by the combination of two systems of
classification: (1) by cutting edge directly concerned and (2)
by the mode and direction of burr formation. Fig. 9 shows the
various types of machining burrs.

Kishimoto [78] finds in his tests two types of burr, primary and
secondary burr. He claims that through proper selection of cutting
conditions and tool geometry, the rollover burr will be separated at
its thinnest portion and only a small burr will remain on the edge of
the machined part. The former normal burr is named a primary
burr and the latter one a secondary burr which is the material
remaining after the breakage of the primary burr. Beier on the
other hand describes a secondary burr as material which remains
on the edge of a part after a deburring process [19].

2.4.1. Burrs from turning operations

Typically burrs occurring in turning operations are Poisson
burrs (Fig. 10). They form when the cutting edge of a tool extends
past the workpiece edge. Yet, if the cutting tool passes over a
groove or cutting is interrupted due to other geometric features of
the workpiece, a rollover burr forms. In turning operations, most
burrs are created as a rollover burr at the side of the workpiece
when the tool exits from cutting [50].

2.4.2. Burrs from milling operations

Chern [29] finds in his tests that the type of burr in milling is
highly dependent on the in-plane exit angle. He observes five types
of burrs illustrated in Fig. 11: (1) the knife-type burr; (2) the wave-
type burr; (3) the curl-type burr; (4) the edge breakout; and (5) the
secondary burr.

Hashimura [56] classifies burrs in face milling according to burr
locations, burr shapes and burr formation mechanisms. The burr
attached to the surface machined by the minor edge of the tool is
name exit burr. A side burr is defined as a burr attached to the
transition surface machined by the major edge and a top burr is
defined as a burr attached to the top surface of the workpiece. The
different types of milling burrs are illustrated in Fig. 12.

2.4.3. Burrs from drilling operations

In drilling, the burr that forms at the entrance of the hole can be
a result of tearing, a bending action followed by clean shearing, or
lateral extrusion. The burr that is formed when a sharp drill exits
the workpiece is a Poisson burr resulting from rubbing at the
margins of the drill. When a normal or worn out drill exits the
uncut chip rolls, resulting in a rollover burr [50].

Kim [76] categorizes drilling burrs as uniform burr with or
without a drill cap, crown burr or petal burr according to their



Fig. 11. Five types of burrs observed in face milling [29].

Fig. 13. Typical drilling burr types according to CODEF [76].

Fig. 14. Burr shapes on the workpiece in surface grinding [17].
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shapes and formation mechanism. Two types of burrs, uniform
burr (type I: small uniform burr, type II: large uniform burr) and
crown burr, for stainless steel and three types of burrs, uniform
burr (type I: small uniform burr, type II: large uniform burr),
transient burr, and crown burr, for low alloyed steel were found
(Fig. 13).

2.4.4. Burrs from grinding operations

Burrs produced by surface grinding are located at the edges of
the workpiece and can be classified into entrance burrs, side burrs
and exit burrs (see Fig. 14). These burrs can vary largely in size and
shape and are created through different formation mechanisms. In
flat surface grinding the exit burr is the most dominant burr type
and therefore has been investigated most closely.

In grinding, under common operating conditions burrs are
comparatively small and can often be found only at microscopic
level. Yet, depending on the field of application, even these
microscopic burrs can affect the functionality of a workpiece to a
large extent [17,8,156].

3. Burr formation mechanisms

3.1. Mechanics of burr formation/analytical models

Numerous authors have published models on burr formation in
different machining processes. The work of Pekelharing and
Gillespie lays the foundation in this field. The focus of Pekelharing’s
Fig. 12. Types of milling burrs [56].
research work is chip formation rather than burr formation in
particular. Due to the fact that burr formation very much depends
on chip formation mechanisms, Pekelharing is the first to describe
burr formation in metal cutting. In [122] the research shows that
negative shear is responsible for exit failure of cutting tools and
foot type burr formation in milling (see Fig. 15).

Schäfer [133] differentiates between two kinds of burr
formation:
1. D
Fig
foo
isplacement of material in burr forming force direction.

2. D
isplacement of material normal to burr forming force.
. 15. Micrograph of the chip root showing the exit failure, negative shear, and

t formation [122].
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Schäfer [133], Beier [19] and Thilow [146] observe that in
machining processes a burr forms always if the material escapes
the cutting process and occurs at tool entry and exit. This finding
leads to the following conclusions:
� M
aterial tends to form larger and more burrs with increasing
ductility.

� B
urr formation is lower if the material is restricted to deform in

force direction due to workpiece geometry and machining
conditions.

Following, a model for burr formation in cutting processes
developed by Beier [19] is described. If one body (cutting edge)
penetrates into another body, a three-dimensional compression
(stress) cone forms. If the range of elastic deformation is exceeded,
lasting deformations in all three spatial directions even at the
cutting edge occur. These permanent plastic deformations form
preferably in the direction of lowest resistance. This leads to
enduring material formation at the machined workpiece, at the
face where no material has been removed by the tool. The burr
forms beyond the contact area of tool and workpiece.

Gillespie undertakes intensive research in burr formation
mechanisms. He states six physical processes which form burrs
[50].
Fig. 16. Schematic of bu
1. L
rr
ateral flow of material. It occurs whenever a solid is
compressed.
2. B
ending of material (such as chip rollover).

3. T
earing of chip from workpiece.

4. R
edeposition of material.

5. I
ncomplete cut-off.

6. F
low of material into cracks.

The processes one to three involve plastic deformation of the
workpiece material. The redeposition of material, as in recasting
processes for example, forms a burr like projection due to
solidification of material on the working edges. The sixth process
regards burrs produced by molding or primary shaping.

Hashimura [56] considers the burr formation mechanism to be
affected not only by cutting conditions including the geometry of
the workpiece and tool, but also by the mechanical properties of
the workpiece.

Fig. 16 shows schematic views of burr formation mechanisms
as described by Hashimura. He classifies eight stages in the burr
formation process. From a certain stage of burr formation on, the
process has to be considered separately for ductile and brittle
materials. This is necessary as crack propagation and the
deformation before crack propagation are important for the final
burr shape and are different when machining ductile or brittle
formation [56].
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materials. Stage 1 describes continuous cutting with flow type chip
for ductile materials and either shear or crack type chip for brittle
materials. In stage 2, called pre-initiation, the deformation and
stress distribution are affected by the workpiece edge. The elastic
deformation zone intersects the workpiece edge or appears at the
workpiece edge as elastic bending. The plastic deformation zone
around the primary shear zone is also considered to be extended
toward the edge. Burr initiation is starting in step 3. The plastic
deformation occurs at the workpiece edge as plastic bending. The
plastic deformation zone around the primary shear zone and the
primary shear zone are also considered to be extended. Step 4
describes pivoting. A large catastrophic deformation occurs at the
workpiece edge. A pivoting point where the large deformation is
visually apparent can be observed. A negative shear zone develops
in stage 5. The burr develops and the large deformation at the
pivoting point expands to connect with the deformation in the
primary shear zone. The large deformation zone below the cutting
line is called the negative shear zone. As the tool moves toward the
workpiece edge, the workpiece corner continues to pivot with the
chip and the burr size increases.

Stages 1–5 are explaining burr development without crack
formation. Stages 6–8 are describing chip separation by crack
propagation for ductile and brittle materials. Stage 6-I describes
crack initiation for ductile materials. The crack initiates at the tool
tip in the primary shear zone in a direction along the cutting line.
This occurs because ductile materials have a large critical fracture
strain. The crack grows along the primary shear zone (stage 7-I).
Moving along the cutting line, the tool not only leads to a growing
crack but also deforms the workpiece. As a result, the crack appears
to grow along the cutting line. Stage 8-I indicates the end of burr
formation. The crack causes separation of the chip along the
cutting line and a positive burr remains on the corner of the
workpiece. For brittle materials the crack initiates at the tool tip in
the negative shear zone and its propagation direction is toward the
pivoting point (stage 6-II).

The chip is separated from the workpiece by the crack in the
secondary shear zone. In stage 7-II the crack grows along the
negative shear zone. Moving along the cutting line, the tool induces
crack growth and the crack mode may change from shearing mode
to opening mode. The workpiece edge also deforms slightly due to
crack propagation. Stage 8-II again indicates the end of burr
formation. The crack separates the chip along with the part of the
workpiece above the negative shear line. As a result, an area
consisting of the fractured surface and a small amount of deformed
material remains on the workpiece edge. In this case, the burr
breaks out and is called a negative burr.

The mechanics of burr formation are similar for all cutting
processes. Nevertheless, there are small differences which will be
further described in the following passages.

Ko introduces a model to predict burr formation in orthogonal
machining of ductile materials, such as copper, which do not
exhibit fracture along the negative shear plane. The initial burr
formation is characterized by the initial negative shear angle and
the initial tool distance from the end of the workpiece. In his
studies, burr size depends on the initial negative shear angle and
the initial tool distance from the end of the workpiece at which the
transition to burr formation occurs. Increasing thickness of the
undeformed chip and decreasing tool rake angle lead to increasing
burr size. Material properties are an important factor in predicting
Fig. 17. Influence of exit order on burr formation according to [56].
the burr formation mechanism. The burr size reduces as cutting
speed increases during orthogonal cutting of ductile material [81].
Using the burr formation and fracture model for orthogonal cutting
suggested in previous work, a modified burr formation model
including the fracture phenomenon in oblique cutting is proposed
in [82]. It is based on the rollover burr being formed in the cutting
direction and the oblique cutting being an accumulation of
segmented orthogonal cutting. Chern [31] states – similar to
Ko’s findings – plastic bending and shearing of the negative
deformation plane as the dominant mechanisms in burr formation
in orthogonal cutting whereas crack propagation along the plane
causes the edge breakout. Furthermore, he observed two modes of
breakout formation. Fracture mechanisms involved during the cut
were identified by examining the fracture surfaces obtained from
impact machining tests.

A description and classification of burr formation in face milling
is given in [56]. The exit order of the cutting tool has important
effects on burr formation and influences burr position and burr
dimensions (see Fig. 17).

Material above the cutting line is pushed down and remains as
burr material on the workpiece after the tool leaves the workpiece.
In face milling, two types of burrs are formed [154]. One type forms
in feed direction, the other on in cutting direction. Burrs in cutting
direction can be differentiated into three kinds according to their
thickness and height.

For burr formation in drilling operations Stein [144] reveals in
her investigations that the constant ratio between burr height and
undeformed chip thickness may be a fundamental property of
work material for a particular tool geometry. This occurs in regions
of undeformed chip thickness, where the tool performs a cutting
rather than a plowing action. Min develops a burr formation model
specific to drilling of intersecting holes. An interaction angle that
defines the interaction between the cutting edge and the exit
surface was proposed under the assumption that the exit surface
geometry does not change. It includes dynamic motion of the
cutting edge induced by feed and speed. When the interaction
angle is positive, the cutting edge exits from the workpiece and
vice versa. The model can predict the likely burr formation area
that can be represented as the positive interaction angle. The area
increases as feed increases, speed decreases, and the exit surface
angle decreases. An effective exit surface angle was proposed in
order to incorporate the change of the exit surface geometry during
drilling. Due to the plastic deformation at the end of a cutting
process, the exit surface geometry changes. Depending on the
angular position of the exit surface, the effective exit surface angle
changes. A small negative exit surface angle leads to early initiation
of the bending mechanism and results in a large burr. Hence,
thinner parts of a workpiece may have a larger burr. The
interaction angle dictates exiting and entering of the cutting edge.
It thereby predicts the likely burr formation area. The effective exit
surface angle defines the size of burr and shifts the likely burr
formation area calculated through the interaction angle in the
Fig. 18. Burr formation when drilling intersecting holes according to Min [105].
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rotational direction of the drill [107] (see Fig. 18). Leitz develops
two kinematical process models describing tool exit and entry
conditions, as well as the calculation of remaining material when
drilling intersecting holes. The combination of these process
models and experimental results enables well funded declarations
on burr position and shape depending on intersection geometry
[96].

Kawamura [72] investigates burr formation in grinding. The
following three types of burrs occurred: entrance, exit and side
burr. The exit burr in most cases is the largest burr. The entrance
burr has the smallest size, and the side burr is 70–80% of the size of
the exit burr. Close to the workpiece end, the plastic flow zone
extends and forms the burr root thickness. However, the extension
of the plastic zone may be prevented by an increased edge angle.
Barth [17] extends and refines Kawamuras model. Burr formation
is significantly influenced by process forces and the change in
workpiece material behavior during cutting due to temperature
effects and the geometry on the edge of the workpiece. Barth’s
investigations prove the significance of a burr-orientated design of
workpiece edges.

Aurich [8] states that similar to burr formation processes with a
defined cutting edge, the formation of burrs in grinding operations
can be divided into five steps which are continuous grinding, pre-
initiation, burr initiation, burr development and final burr
formation. During the continuous grinding phase, no macroscopic
deformation occurs at the workpiece. A concentration of heat at the
exit edge of the workpiece is observed. Spiral burrs were identified
in high performance grinding and the formation mechanism can be
explained by a plastic flow zone.

The introduced analytic models serve as the basis of finite
element analysis of burr formation.

3.2. FEM analysis and burr formation simulation

Finite element method analysis can be used as a tool to
understand and predict burr formation. The current state of
research and future trends of burr formation simulation and
modeling are outlined in [99].

Hashimura [54] develops a basic model of burr formation. It
includes the influence of material properties in orthogonal cutting.
The FE-simulation confirmed experimental results using an
elastic–plastic model with plain strain condition for the analysis.
The first five stages of burr formation introduced by Hashimura,
already discussed in Section 3.1, could be verified using the finite
element method. Different burr formation behavior of brittle
materials in comparison to ductile materials, particularly with
respect to crack propagation, could be visualized. Burr formation in
orthogonal cutting is as well modeled by Park [118] and Leopold
[97] (Fig. 19). This model investigates the burr formation process as
well as burr or edge breakout in 304L stainless steel. Based on this
analytic model Park [119] examines the influence of exit angles of
the workpiece edge, tool rake angles, and backup materials on the
Fig. 19. FEM simulation of burr formation in orthogonal cutting [97].
burr formation processes in orthogonal cutting. Klocke [79] models
burr formation in orthogonal cutting of medium carbon steel
AlSi1045 in a two dimensional FE-simulation. The model is based
on an implicit Langrangian code. It is shown that the modeling of
burr formation using FE analysis leads to good results and detailed
information about the distribution of stress, strain, strain rate and
temperature. However, some results of the simulation do not
correspond to the experimental ones. The values of burr thickness
and length differ from the measured ones. This is due to modeled
and real chip formation. Burr formation in feed direction during
turning is modeled in [148]. The model is able to predict height and
thickness of the burr, and describes burr development from its
initiation until the moment when the burr is fully formed. The
model considers two cases: continuous burr development, when
the burr has grown uninterruptedly and discontinuous burr
generation, when the burr that is being formed is cut off and is
renewed with each revolution of the workpiece. The proposed
model can be used to predict burr appearance on the edges of
machined parts as well as to visualize burr formation. It can also be
applied in independent burr expert systems so as to predict the
burr dimensions or to minimize burr formation by choosing
optimal cutting conditions [148]. Stoll [145] develops finite
element models for conventional and ultrasonically assisted
cutting. Fewer burrs are formed when applying ultrasonically
assisted cutting. The finite element simulation of burrs is only
possible to the point of separation of chip from the workpiece. The
final burr shapes obtained in simulations and experimental results
are still not identical. In earlier work Hashimura [55] applies FE
analysis to explain the basic phenomena in burr formation in
milling. Chu [38] predicts and simulates milling burr formation
implementing a burr control chart (burr prediction system).

Several investigations have been carried out in order to
simulate drilling burrs. A three-dimensional finite element model
is developed by Guo [51,52] to investigate the mechanisms of
drilling burr formation with a backup material (Fig. 20). This model
also predicts cutting forces in drilling, and explains the correlation
of thrust force and burr size. Simulation results show that negative
shear situation near the edge of the hole and gap formation are the
primary mechanisms in drilling burr formation with backup
Fig. 20. FEM simulation of burr formation in drilling.
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material. The use of a bushing having zero clearance will result in
significantly shorter and thinner exit burrs than typical for
conventional drilling. The use of a solid backup material was less
effective in minimizing burr size above an unsupported exit
surface. Later on, Min [105,106] develops a nonlinear elastic–
plastic 3D finite element model for burr formation in drilling 304L
stainless steel. Thereby, he could predict characteristic geometries
of drilling burrs. He divides the burr formation process into four
characteristic stages. These are initiation, development, pivoting
point and formation stages. Min [108] calculates the trust force at
the burr initiation point when drilling using a FE model (AISI 304L).
Kim [73] investigates thrust force in drilling processes as well. He
develops a formula to predict thrust force in drilling processes. He
introduces an analytic model to predict final drilling burr size. The
model contains effects of material properties, drill geometry and
process conditions. An experimental validation of the model has
been undertaken. Choi [34] simulates burr formation when drilling
multilayered material. He observes interlayer burr formation and
entrance burr formation. Furthermore, it is possible to estimate
burr height and burr thickness quantitatively. Yamakawa [160]
investigates grinding burr formation with the means of finite
element analysis. In his calculations, grinding temperature and
cutting force for a cutting point are considered. It is possible to
derive thermal and mechanical stress distributions and the plastic
deformation at the workpiece edge from the simulation. Aurich [9]
develops a burr formation model in grinding to simulate burr
formation at the exit edge with FEA. The model allows predicting
heat development in the tool contact zone. In addition, the
formation of spiral burrs in high performance grinding is
simulated.

3.3. Parameters with influence on burr formation

It is necessary to differentiate investigations which cover burr
form and others that cover the topic of minimizing burrs.

Gillespie [48] already observes that burrs cannot be prevented
by changes in feed, speed, or tool geometry alone. Still, the size of
burrs produced can be minimized significantly by choosing
Fig. 21. Interdependencies of burr forma
appropriate machining parameters. To minimize and prevent
burrs it is necessary to examine the entire cutting process. It is not
sufficient to change only one process parameter as there are many
influences between the parameters. Burr formation is affected by
various parameters. Major effects are workpiece material, tool
geometry, tool wear, tool path and machining parameters. In most
cases a change of workpiece material is not possible. As to an
improved tool path, this approach is also limited, as complex
geometries would require burr optimized tool paths that prolong
cycle time as negative effect.

Link [101] points out that burr formation parameters cannot
reliably be separated into direct and indirect factors due to the
complex connections and relations between the numerous
influencing variables (Fig. 21). Wang [155] investigates cutting
burrs. The main factors of cutting direction burr formation are
cutting parameters, the shape of the workpiece end, cutting tool
geometry and workpiece material. The burr height in cutting
direction is reduced with the increase in the depth of cut, feed,
cutting edge angle and back rake angle. An increase of corner
radius leads to increasing burr height. In his early work Schäfer
[134] investigated face milling. He reveals that low feed leads to
small burrs and burr root thickness. An increase of workpiece edge
angle causes smaller burrs. Chern [32] studies micromilling. Burr
height and breakout length increase proportionally with the depth
of cut. The fracture strain of the workpiece determines at what exit
angle breakout instead of burr formation will occur. Olvera [117]
finds little difference in size of burrs in face milling produced by
coated and uncoated inserts. An insert with a nose radius rather
than a wiper blade produced larger burrs. Changing from up-
milling to down-milling leads to a reduction and often elimination
of sideward burrs. Jones [70] investigates the effect of cutting
speed, feed, material hardness, tool wear state and cutting tool exit
angle in face milling of aluminum in regard to their influence on
burr formation. Regardless of tool wear state, exit angles between
768 and 1188 produce the smallest burrs. Furthermore, high feed,
low speed, new tools and harder material have a positive effect on
burr minimization. Bansal [16] reveals that milling inserts with
positive axial rake and negative radial rake angles result in a good
tion parameters according to [101].



Fig. 22. Burr formation in orthogonal cutting [24].
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trade-off between small burr size and good surface quality.
Machining aluminum at high cutting speeds leads to good surface
quality and small burrs. Low cutting speeds are suggested for good
surface quality and small burrs when face milling magnesium.
Microburr formation in stainless steel cutting is investigated under
various feed per tooth and cutting speed values by Lee [90]. The
burrs in hole manufacturing are relatively larger than in
conventional milling. Burr height is linearly proportional to feed
per tooth and related to tool wear. Burr size and tool life can be
predicted and controlled through the control charts developed.

Balduhn [14] develops a database to collect data on burr
formation in face milling. It enables the identification of most
suitable insert materials that generate the smallest burrs. De Souza
[41] investigates milling burr formation at the exit region of a
workpiece. Increasing tool wear as well as increasing feed rate lead
to increasing burr length. Wang [154] confirms that the main
factors for burr formation in face milling are workpiece material,
cutter geometry, cutting parameters and the shape of the
workpiece end. Avila carries out additional research in the field
of face milling.

He investigates the effect of depth of cut, insert nose sharpness,
lead angle and axial rake angle on burr formation. The formation of
primary burrs at high radial tool engagements can be reduced by
increasing the depth of cut. The depth of cut is limited by the
requirements of surface roughness, depending on the workpiece
application. An increase of axial rake angle and small lead angles
results in smaller burrs. Increasing nose radii lead to increasing
burrs. Studies on the effect of increasing cutting speed revealed a
burr reduction [13]. Different aluminum alloys are tested by
Chern [30]. The in-plane exit angle has a major effect on burr
formation. A machining guideline in face milling is proposed. In-
plane exit angle should be about 1508. Furthermore, the depth of
cut should be set at a larger value than the corresponding critical
depth of cut, in order to reduce burr size effectively through the
formation of secondary burrs, as defined in [78]. Increasing feed
rate helps as well to reduce burr size, as secondary burrs are
produced.

The following passage identifies parameters influencing burr
formation in drilling. Ogawa [114] investigates the influence of tool
geometry on chip and burr formation. Nicks are applied at high-
speed steel twist drills to split the chip into narrow chips. Nicks on
the outer side of the cutting edge reduce burrs significantly. Lower
drilling torque and longer tool life are achieved.

In [143] drilling of intersecting holes is investigated. The
workpiece exit angle in drilling is an important factor in
determining burr size and shape. The shape of burrs around on-
axis holes is more uniform than the shape for off-axis holes, and
this difference is probably determined by the variation in exit
angles between the two configurations. The feed and the feed/
cutting speed interaction, in addition to the exit angle, are also
influential factors for the burr size in both on-axis and off-axis
intersecting hole drilling. Beier [19] as well reveals several
parameters to reduce burr formation when drilling intersecting
holes. Factors which influence microburr size and shape are
investigated in [144]. Increasing levels of feed rate, spindle speed
and tool wear change the shape of the burr and increase burr size.

Heisel [58,59] investigates burr formation in deep hole and
short hole drilling. In short hole drilling a reduction of burr height
when increasing feed is achieved. An increase of speed does not
increase burrs. Trigon shaped inserts reduce burrs about 50% in
comparison to quadratic inserts. Workpiece material has a major
effect on burr formation as well. In deep hole drilling, low cutting
velocity and high feed lead to smaller burr profiles. Different
drilling burrs form depending on whether cooling lubrication is
applied or not. The geometry of the drill greatly affects the burr
formation. Lager helix angle and increasing point angle reduce burr
height and thickness [42]. An approach to predict burr formation
implementing artificial neuronal networks is presented in [43].
Basavarajappa [18] finds out that increasing graphite reinforce-
ment in metal matrix composites reduces burr height. Feed rate
has more influence on burr height than cutting speed and drilling
with multifacet drills reduces burr height.

In [72] burr formation at the edges of ground workpieces is
investigated. The burr height increases with the number of
grinding passes. Burr root thickness is greatly affected by work
material hardness. Hofman [66] displays that increasing depth of
cut and work speed leads to an increase of burr height and
thickness. The micro-hardness in the burr root is higher than in the
base material. In [17] similar investigations are presented. The
examination of burr formation in grinding with conventional and
superabrasive wheels reveals a significant influence of process
forces, the change in workpiece material behavior during cutting
due to temperature and the geometry on the edge of the
workpiece. An increase in depth of cut leads to an increase in
burr height and burr thickness. A comparison between conven-
tional and superabrasive grinding wheels reveals that for conven-
tional wheel burrs tend to be of a long and thin shape whereas
burrs generated with superabrasive wheels tend to be relatively
small and thick. In [8] burr formation in conventional grinding as
well as under high performance grinding conditions is investi-
gated. The size and shape of the burrs vary widely. Small burrs are
generated under conventional cutting conditions where as big
spiral burrs are generated under high performance cutting
conditions.

3.4. Experimental results

Ko [80] analyzes burr formation conducting orthogonal slow
speed machining tests with ductile and brittle material using a
SEM.

For an aluminum alloy burr formation in orthogonal cutting is
investigated in [55]. As feed increases, the tool position corre-
sponding to the appearance of the pivot point increases. The pivot
point appears on the exit surface earlier in the tool motion and
further below the machined surface. The depth from the pivoting
point with the round edge tool is larger than that with the sharp
edge tool. All of the burrs in this study are breakout (negative
burrs). As feed increases, the burr thickness increases. The burr
thickness with the rounded tool is larger than that with the sharp
tool and a correlation between burr thickness and depth of the
pivot point is recognized. The influence of back cutting on burr
formation is examined in [129]. Large entrance burrs produced
with worn tools are primarily due to different kinematic
engagement rather than back cutting. Biermann [24] investigated
the principle coherences between burr formation and notch wear
separated into three steps. The individual process steps are
illustrated in Fig. 22 during the turning of a stainless steel with
austenitic–ferritic microstructure.

Kishimoto [78] studies burr formation in face milling of steel.
Primary and secondary burr formation in connection with cutting
conditions and tool geometry are the focus of his work. The



Fig. 23. Burrs from on- and off-axis intersecting holes [143].
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experiments are conducted without cutting fluid. The influence of
tool geometry, various workpiece materials, cutting parameters
and tool path are studied in [86].

In [100] results of face milling of stainless steel using a fly
milling cutter are presented. Shefelbine [138,139] investigates the
influence of tool wear conditions and coolant on burr size when
face milling cast iron and aluminum alloys. Different tool materials
and tool wear conditions are observed in [39] when face milling
grey cast iron.

In the early works of Köhler [84] the relation between tool wear
and burr formation when drilling is studied applying twist drills.
The influence of drill geometry and coating as well as drilling
parameters on burr formation are investigated in [85]. In [74] the
effects of drill type, geometry of intersection and process
conditions on the drilling burr formation are examined. The burr
formation in drilling intersecting holes is studied as well in [60,95],
and in [143] (Fig. 23). Drill geometry and drill diameter are varied.
Min [107] examines the interaction between the cutting edge of
the drill and the exit surface in terms of cutting parameters, drill
geometries and workpiece geometries. Heisel investigates the
influence of MQL on burr formation in short hole drilling [61].
Fig. 24. Metallographic sections of spiral grinding burrs (often called a ‘‘Karpu-

Burr’’) [8].
Weinert [158] investigates burr formation when grinding NiTi
shape memory alloys. Aurich [8] observes burr formation in flat
surface grinding of tempered steel (see Fig. 24). Similar burrs are
found by Denkena [40] in grinding of riblet structures.

In micromachining, burr height and breakout length increase
proportionally with the depth of cut. The fracture strain of the
workpiece determines at what exit angle breakout will occur
instead of burr formation [32]. Burr formation in micromilling is as
well investigated in [137] (Fig. 25).

4. Burr measurement

Secure detection of remaining burrs in parts is an essential goal
of production engineering investigations. Furthermore, measuring
of burr geometry is necessary for any research with the aim to
minimize or avoid burr formation, as well as in many industrial
applications. Currently, there is a large number of burr measuring
and detecting methods available. The choice of an appropriate
system depends on application conditions, requested measuring
accuracy and burr values to be measured like burr height, burr
thickness, burr volume or burr hardness, though burr height and
thickness are the most frequently and easily measured burr values
[98]. However, over 71% of the companies interviewed in the
survey study SpanSauber still use – among other measuring
methods – the fingernail test for burr detection [11]. For industrial
use it is often more important to know which burr parameter is of
particular relevance to assess its harmfulness under production
and service conditions than to describe the burr geometry
meticulously.

4.1. Classification of burr measuring methods

The large number of detection and measuring methods can be
structured according to various criteria:
� o
ne-, two- or three-dimensional,

� d
estructive or non-destructive,

� w
ith or without contact [98].

Furthermore, Leopold [98] divides measuring methods in two
groups: in-process and out of process (Fig. 27).

4.2. Destructive methods

To analyze a burr accurately, it is necessary to prepare a
metallographic cross-section of the burr. Using metallographic
cross-sections allows measuring overall burr values as defined by
Fig. 25. Exit burr by milling of Ti–6Al–7Nb axial depth of cut 20 mm [137].



Fig. 26. 3D diagram of a burr measured with stylus method.
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Schäfer [133]. In the cross-sections burr hardness and structural
changes in the material which result from the cutting process can
be measured as well. Furthermore, it is the only method to
measure burr length and burr thickness for rolled back and spiral
burrs. On the down side, the preparation of metallographic cross-
sections is very time-consuming and allows only the measurement
at one specific workpiece position.

4.3. Mechanical systems

Stylus methods are suitable to measure burr heights only. The
real profile of the burr will be falsified because of the conical shape
of the tracer point. To avoid this effect advanced calculation are
necessary. Furthermore, to characterize non-uniform burrs a single
measurement is not enough. The sampling of many closely spaced
traces using a stylus method is very time-consuming [98]. Fig. 26
illustrates a 3D diagram of a drilling burr measured with the stylus
method. However, this method gives an excellent reference to
evaluate the performance of other techniques. Measurement
methods with workpiece contact are always limited in their
application range due to the workpiece stiffness. Burrs can be
destroyed or pushed down because of the contact forces.

4.4. Optical systems

Various optical systems to detect or measure burrs are
available. Camera systems, microscopes, laser and interferometer
are among the most important optical systems.

Toshihiro [149] presents a basic analysis of a sensing system for
deburring robots. A photo sensor which is attached to a linear pulse
Fig. 27. Methods of burr detec
motor can be reciprocated over the burr, nearly perpendicular to
the longitudinal direction of the burr. Lee [88] describes a passive
vision system using a 2D image to detect burrs. In this case, burr
detection is primarily based on a burr contour-tracking method by
using a burr model derived from a simple deburring force model.
The system is suitable for online burr detection and control. A Laser
displacement sensor is used to measure burr height in order to
assist efficient robotic deburring in [140]. The burr height is
measured as the distance between the edge of the burr and the
desired workpiece surface location.

Tsai [150] develops a machine vision system for automatic
detection of burrs and peripheral defects of casting parts. This non-
contact detection result can be applied to automatic deburring
systems and used for automatic inspection of peripheral breakdown.
To detect burrs, Tsai compares an ideal surface geometry with the
actual surface structure. The variances serve as information to detect
burrs and peripheral defects. A laser triangulation system for burr
detection is introduced in [10] (Fig. 28).

Ko [83] analyzes the triangulation method, conoscopic holo-
graphy method and interferometric method for the measurement
of microburr geometry formed while microdrilling. The character-
istics of the laser sensor in the conoscopic holography method are
evaluated by comparing this method with the other methods. The
former method proves to be most effective in measuring the
geometry of sharp burr edges. Ko develops an automatic burr
measurement system to analyze burr geometry. Nakao [110]
develops a system for measuring height and thickness profiles of
drilling burrs using image-processing techniques automatically. A
unique feature of this method is a charge-coupled device (CCD)
camera, vertically mounted above the burr specimen which can
capture the entire side surfaces of the drilling burr. Burr size is
measured through image-processing software by calculating the
number of black pixels in the captured image in [33]. This shading-
area method can be employed as a simple and feasible approach for
the analysis of burrs in intersecting holes, for example in valve
manufacturing. Wulf [159] uses a thermographic system which
ensures residual burr detection after the steel slab cutting process.
High temperature thermographic cameras detect the contrasts
between the slab and the burrs based on the generated
temperature differences and visualize them as thermographs
(false-color imagery). Toropov [147] develops a burr measurement
system based on a conoscopic holography sensor to measure
microburrs automatically and analyze burr geometry.
tion and measuring [98].



Fig. 28. Non-contact measurement of burrs with means of a laser triangulation

system [10].

Fig. 29. Categorization of measuring methods according to application area.
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4.5. Electrical measuring methods

Lee [93] introduces an online burr measurement system using a
capacitive sensor. A non-contact capacitance gauging sensor is
attached to an ultra precision milling machine which is used as a
positioning system. The setup is used to measure burr profiles
along machined workpiece edges. This method is also used by [70]
for quantitative burr characterization. Jagiella [69] develops an
inductive sensor system for evaluation of burrs and edges of metal
workpieces. This non-contact inductive burr sensor system can be
used to integrate automatic burr detection within a production
process. The system allows non-destructive part inspection at
tough industrial conditions like residues of oil, lubricants and other
contaminants.

4.6. Various other measurement systems

Kishimoto [78] applies a silicon Caoutchouc method for
producing cross-section profiles of burrs which are measured by
a universal projector. The width of the burr foot is considered to be
in a direct context with the plastic deformation zone immediately
before the tool cutting edge exits. Beier [20] measures the drilling
force components at the tool exit into a transversal hole to gain
information about burrs. Measuring the machining forces gives
information about burr formation. Lee [91] implements an acoustic
emission (AE) system, which is developed as a feedback sensing
technique in a precision laser deburring process. AE signals are
sampled during laser machining/deburring under various experi-
mental conditions and analyzed using several signal processing
methods including AE rms and spectral analysis. Benati [22]
presents a hand-held burr measurement system. This measuring
method is based on a cantilever beam sensing burr height.

4.7. Comparison of measuring methods

In [83], Ko applies and analyzes several measurement methods
for microburrs with a burr height less than 10 mm. He uses a form
coder and a surface roughness tester as methods with surface
contact. As non-contact method, the laser confocal method and
SEM are used. The laser confocal method can be successfully used
for the measurement of microburrs. However, the measurement by
contact method shows reduced burr heights compared to that by
the laser method due to burr deformation during measurement.
The different measurement methods can be categorized according
to their application area (Fig. 29). A round robin on burr
measurement systems has been conducted within the CIRP
working group on burrs. The results of burr measurements
applying different systems are compared by Franke in [44].

5. Deburring

Deburring includes all operations which are used to remove
burrs starting from simple hand deburring up to elaborated surface
finishing by NC controlled robots. Gillespie [50] proposes the
following four main categories in order to group the numerous
deburring operations. According to [50] the numerous deburring
operations can be grouped into the following four main categories:
� m
echanical deburring operations,

� th
ermal deburring operations,

� c
hemical deburring operations,

� e
lectrical deburring operations.

Unfortunately, no single deburring operation can accomplish all
required edge conditions on every edge for every burr without side
effects [50]. Most of the deburring processes and tools are
developed for specific workpiece geometries and cannot be used
for a wide range of workpiece geometries and materials.

5.1. Selection of deburring process

A first approach for selection of deburring processes was
proposed by Schäfer [133]. Thereby, a decision strategy based on
decision charts is developed. Ioi [68] implements a software tool
for deburring method selection. For this purpose, data relevant for
deburring such as workpiece material, machining method before
deburring, shape of burrs, weight and volume of workpieces,
surface roughness, important positions for deburring, burr
classification and the objectives of deburring are considered.
The output data includes a list of possible deburring methods
sorted according to process costs and deburring conditions.
Przyklenk [123] compares processes for burr removal in inter-
secting holes. A consolidated view indicates that deburring of
intersecting holes with diameters less than 2 mm is possible by
using ECM, abrasive flow machining (AFM) or high pressure water
jet. In [124] he describes available deburring operations for burr
removal in aluminum workpieces. In [112] main factors influen-
cing deburring complexity are identified to be burr location, length
of edges to be deburred, number of edges to be deburred and burr
size. A destructive solid geometry (DSG) approach is used to
investigate the potential for burr formation on edges of the part.
Difficult to deburr features are defined in terms of an attributed
adjacency graph (AAG). The effect of the choice and sequence of
machining volumes on the number of edges on which burrs are
formed is also demonstrated. Gillespie describes in his handbook in
detail approximately 100 mechanical, thermal, chemical, elec-
trical, and manual deburring processes. Like machining processes,
deburring and edge finishing processes can be improved by
parameter variation. A crucial factor in selecting a deburring
process is knowledge on how the deburring process itself affects



Fig. 30. Deburring brush.
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dimensions, finish, cleanliness, flatness, plating, soldering, weld-
ing, residual stress, surface imperfections, corrosion rates, luster
and color [50]. Thilow [146] introduces an industrial applicable
system for the selection of deburring processes.

5.2. Mechanical deburring

In mechanical deburring operations the burrs are reduced or
removed by mechanical abrasion.

The influence of burr thickness and length on vibratory
deburring time is analyzed in [45]. Dimensional and weight
changes are recorded as are surface finish and edge radii.
Quantitative approaches for defining the deburring capabilities
of this process are suggested. Borchers [26] investigates various
methods of deburring cylinders used for making chain saws.
Problems relating to the removal of sharp burrs and the formation
of specified radii are solved. This needed to be accomplished within
a minimum change in cylinder geometry. The abrasive flow
deburring system proofs to be the best suited solution. Blotter [25]
studies the major variables in the Centrifugal Barrel Finishing
process which are volume ratio of abrasive to workpiece, volume of
the mixture in the tub, water level, and compound concentration.
Aoki [4] develops a deburring method using a vibratory conveyer.
This is based on the idea that the product on the conveying trough
can be ground by abrasive paper previously attached on the surface
through the conveying operation. The finishing process of dry
blasting and its application for automatic deburring is examined in
[102]. Several common methods of finishing are compared to the
dry blast process. It is explained how the dry blast process works,
the varying effect of different types of blast media on a burr are
revealed, available machine concepts are listed and an explanation
how several finishing needs can be combined with dry blasting to
further streamline production processes is given. Spencer [142]
reports that the barrel tumbling process is suitable for finishing
resin components produced by stereolithography with improve-
ments in surface roughness values of 70–80% although the process
time is relatively long.

Anzai [3] introduces an approach to deburr milled surfaces
using a rotating tool. An inductor producing a co-current magnetic
field is adapted to the milling spindle. A ferromagnetic abrasive
reduces the burrs. Chen [28] presents a dynamic model for removal
of edge burrs with a compliant brushing tool. Special consideration
is given to examining the dynamic force response and material
removal characteristics for filamentary brush/workpiece interac-
tion during orthogonal machining of the edge burr. Based upon the
dynamic model for material removal, a control strategy for
automatic deburring is presented for burr configurations having
constant height as well as variable height. Results are reported
which identify important relationships among brush feed rate,
brush penetration depth and brush rotational speed. Lee [94]
investigates ultrasonic deburring. When ultrasonic vibration
propagates in a liquid medium, a large number of bubbles are
formed. These bubbles generate an extremely strong force, which
in turn removes burrs. Lee analyzes the effects of ultrasonic
cavitation and the difference between ductile and brittle materials
in the deburring process. The experimental parameters to verify
the deburring effects of ultrasonic cavitations are distance of the
transducer from the workpiece and ultrasonic power.

Several investigations on deburring of cross-drilled holes have
been conducted as deburring is a challenge in this case. Kim [77]
develops a drill capable of deburring. This tool incorporates a
deburring cutter which is mounted on a cantilever located within a
cavity in the shank of the drill.

Systems for the deburring of workpieces with inner edges often
have cutting edges supported by springs or spring-like components.
Beier [21] develops a deburring tool system. The forces at the cutting
edges are controlled by the pressure of a liquid or gaseous medium –
in most cases the cooling media – instead of spring forces. Thus,
rotation speed and feed can be increased considerably, and high-
speed deburring (HSD) is possible. Avila [12] describes a mechanized
cutting deburring tool which was designed to selectively create a
chamfer on the edge of cross-drilled hole intersections, and removes
the burrs from therein, while causing virtually no damage to the
surfaces of the hole. For deburring operations after drilling several
tools are available like the deburring fork [109] or a deburring tool
with cutting blade [62].

5.3. Chemical/thermal deburring

Merritt [104] and Schein [135] study the application of
electromechanical deburring operation processes. In further work
Schein [136] enhances advantages of electrochemical deburring
(ECD) by employing a system of automatic loading and unloading
parts to be deburred. Risko [131] studies the factors that influence
the process including the electrochemical properties of both the
workpiece material and electrolyte along with aspects such as
component geometry, process parameters, tooling and machine
characteristics.

The purpose of the research of Lee [92] is to develop an effective
way of automated deburring of precision components. A high
power laser is proposed as a deburring tool for complex workpiece
edges and burrs. Experimental results for carbon steel and stainless
steel are obtained.

5.4. General cleaning technologies

Warnecke [157] investigates the basic principles and the
limitations of the use of high pressure water jet machining. The
interdependencies between burr values, process parameters and
the effect of nozzle arrangement are studied. Alwerfalli [2]
presents a mathematical model developed for the abrasive jet
deburring process. Developed by utilizing the incomplete block
design technique, the model provides the relationship between the
burr removal rate and seven input variables, including pneumatic,
cutting, abrasive, and material variables.

Haller [53] develops a high pressure water jet deburring
machine. The positions of the water jet nozzles are numerically
controlled. This enables deburring of complex workpieces.

5.5. Deburring using industrial robots

Manual deburring is a tedious and exhausting operation. To
reduce the work load and to guarantee a constant workpiece
quality robots are applied. Abele [1] studies the application of
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robots for deburring operations. Means [103] gives an overview on
all deburring tools applicable in combination with a robot such as
cutters and brushes (Fig. 30).

Hickman [63] presents a system including an end effector,
incorporating programmable force and damping, which is coupled
to a microprocessor-controlled, single axis manipulator. The
bandwidth of the system is set so that the end effector ignores
burrs while reacting to changes in part contour. Force control is
used to ensure constant burr removal regardless of inaccuracies in
fixturing or part size. In addition, strategies for deburring of various
types of part features are presented. Hirabayashi [64] presents
deburring robots equipped with force sensors, which feature two
innovations. Firstly, a highly rigid robot structure adopts the
Cartesian coordinate mechanism which from the viewpoint of
cutting, is suitable for deburring using a grinder with a high torque.
Secondly, a force control method, Virtual Compliance Control, can
specify spring constants and dashpot constants of robots using
software parameters. This method is useful for following and
adjusting the different heights of burrs. Automatic deburring of
elevator guide rails was achieved by utilizing these robots. In [132]
an adaptive control system is proposed as well. Asokan [7]
investigates the interaction impedance using an electro hydraulic
servo system for robotic deburring. Simulation results as well as
experimental results demonstrate that due to a lack of applied
control, contact forces (measured by strain-gauge type of force
sensor) increased when the cutter encounters the burr and the
manipulator moves with the commanded velocity. Activating an
impedance control loop it is observed that contact forces remain
almost constant at the set value and the velocity at which the
cutter moves is reduced.

Lee [89] studies the application of robots for deburring
processes as well. The hybrid position/force control law, the
impedance control law, and the method of adaptive control are
integrated to develop an AHIC (Adaptive Hybrid Impedance
Control law) in order to reduce the unmodeled uncertainty, highly
nonlinear and time-varying coupled characteristics of a robot
system, the incomplete compensation of the nonlinear terms of the
system dynamics, and variations of the control parameters and the
environment during machining. Asakawa [6] studies automatic
chamfering of a hole on a free-curved surface on the basis of CAD
data, using an industrial robot. Olivera [116] proposes a framework
for the implementation of robotic deburring solutions based on
typical industrial situations. Different deburring techniques are
applied with robots with different levels of complexity for each
deburring case. A path or feed control system based on the FAP
parameter can be implemented with success, when needed, with
low cost.

6. Burr control strategies

An understanding of the fundamentals of burr formation leads
us to procedures for preventing or, at least, minimizing, burr
formation. This depends on analytical models of burr formation,
studies of tool/workpiece interaction for understanding the
creation of burrs and, specially, the material influence, data bases
describing cutting conditions for optimal edge quality, and design
rules for burr prevention as well as standard terminology for
describing edge features and burrs. Ultimately, engineering
software tools must be available so that design and manufacturing
engineers can use this knowledge interactively in their tasks to
yield a mechanical part the design and production of which is
optimized for burr prevention along with the other critical
specifications.

Efforts to avoid, prevent, and minimize burr formation have
been made for machining with respect to:
� T
ool and tooling: tool geometry alteration, proper tool material
selection corresponding to the work material, coating technol-
ogy, tool size.

� C
oolant: application method, coolant media, application location.
� P
rocess parameters: proper combination of cutting speed, feed,
etc.

� W
ork material: replace work material for less burr or preferable

burr type.

� W
ork geometry: design change (e.g. chamfer).

� P
rocess sequencing: order of processes.

� T
ool path planning.

In particular, tool path planning in milling with the proper
selection of most of the above mentioned elements has been very
successful to prevent or minimize burr formation. This section
illustrates various strategies to deal with milling and drilling burr
problems and burr minimization. Many of these strategies are
applicable to other machining created burrs if properly modified. If
these strategies are implemented they should avoid any reduction
of productivity or quality, or increase of cost.

6.1. Burr prediction

The need for a prediction system arises from the fact that
information regarding precise location and size of burrs is
necessary for product designers in order to modify the design to
avoid burrs at the machining stage. The prediction system can also
serve as a process planning tool to help process engineers select an
optimal process configuration set to achieve precise edges without
the deburring step [15]. Different process plans can be compared in
terms of burr sizes, locations, shapes and profile. The burr profile
information can further be used in deburring planning. Burr size
and its location lead to deburring process selection, while burr size
violation can warn deburring planners of problematic areas where
drastic change in cross-sectional area will take place [57].

Sokolowski [141] uses neural networks and fuzzy logic for burr
prediction in face milling based on a large data base of experimental
measurements. The generalization ability of both techniques allows
a reduction of the data set necessary to build a relationship between
exit angle, cutting parameters and burr height.

Park [120] develops a burr control chart that combines
experimental data and a probability model to predict the burr
type. This analytical model incorporates feed per tooth, depth of
cut, in-plane exit angle and its gradient into the prediction of burr
type. The burr control chart proposed contains a 2D space
constructed by the undeformed chip ratio Cr,u and undeformed
chip area Ca,u. Two transition curves divide the 2D space into three
regions that correspond to, respectively, a primary burr, a wavy
burr and a secondary burr formation region. A typical burr control
chart is shown in Fig. 31. Based on the experimental data the
location of the transition curves are mathematically determined.

Chu [36] develops a burr prediction and simulation system, in
which, given workpiece geometry, cutting parameters, and tool
path, the system first classifies the workpiece edges according to
different burr formation mechanisms obtained in experimental
studies. For each edge type, it computes the tool engagement
conditions for inquiry to a database in which the burr type is
predicted with different criteria.

The burr formation condition is closely related to the chip flow
angle in cutting. Unfortunately, precise estimation of the instant
chip flow angle is extremely difficult, particularly in the milling
operation. However, it can be approximated to a large degree by
the insert orientation with respect to the workpiece edge, which
corresponds to the tool exit order sequence (or EOS) [55,56]. An
important aspect of the three-dimensional effect is the exit order of
the principal tool edges (major cutting edge C, minor cutting edge
A and intersection of two edges B), The exit order of the tool
depends on the tool geometry: a (axial rake angle), b (radial rake
angle), g (lead angle), f (in-plane exit angle), and cutting
conditions: d (depth of cut), w (undeformed chip thickness at
tool exit: depends on feed rate), and w (spindle rotation speed).

For a fixed radial rake angle, as the in-plane exit angle increases,
the exit order changes from ABC to BAC and then to BCA, in that
order. The critical in-plane exit angle which causes the transition



Fig. 31. Burr control chart [120].

Fig. 32. Tool exit order sequence affects the burr formation condition [56].

Fig. 33. Window framing [57].
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from ABC to BAC and from BAC to BCA increases as the radial rake
angle decreases (Fig. 32). The burr remains near the final exit
position of the tool along the workpiece edge. Thus, if only the exit
order is considered, exit order ABC results in a smaller burr on the
sheared side (and larger burr on the transition surface). If the exit
order of the tool edges is CBA then the exit burr on the machined
surface edge is expected to be large, because the exit burr is on the
hinged side.

EOS can be used very effectively to predict milling burrs. In the
sequences ABC, BAC, ACB, BCA, CAB, CBA going from left to right,
deformation of material tends to shift from the transitory un-
machined surface to machined exit surface. In other words, there is
increased burr size on the machined surface as one moves from left
to right because the burr initiation stage keeps shifting away from
the machined exit edge and the effect of the rollover process gets
reduced. It is observed that though actual burr size varies with
different material, the trend of burr size remains the same with
different EOS [87].

The implementation of EOS is accomplished by tessellating the
curved edges into small straight edges. With this approach the
algorithm is applicable to any given part geometry and to any given
tool path for that part geometry. A fully interactive graphical user
interface (GUI), with a solid geometric viewer, has been
implemented. A burr size database has also been developed,
which quantifies and displays the burr size based on the EOS [15].

Apart from these theories, numerous burr expert systems have
been developed which are based on the experimental studies and
are basically database prediction systems. These studies generally
involve conducting comprehensive experiments by varying
various parameters involved and then finding burr formation
patterns based on the results, to construct the burr expert systems.
These prediction systems have been useful in some instances,
especially if the study involved varying only a few parameters as in
the case of drilling. However, for face milling, to fill a database for
all the parameters involved is a task of astronomical size, which is
very time-consuming and costly [15].

6.2. Tool path planning

Tool engagement, to a large extent, determines machining burr
formation. Therefore, burr minimization can be achieved by
controlling tool engagement conditions following some of the
ideas presented above. Three main factors affecting how a tool
cutting edge leaves the workpiece are: workpiece geometry, tool
geometry and tool path. Usually the workpiece design and tool
geometry are fixed, so only the tool path can be used for reducing
burr formation by avoiding tool exits or limiting the in-plane exit
angle below a predetermined threshold.

6.2.1. Window framing approach

The first geometric scheme developed for burr minimization
was based on a representation in a CAD framework to parameterize
the edges of a 2D polygonal contour into primary and secondary
burr zones [113]. The algorithm adjusts the workpiece orientation
to minimize the primary burrs along the edges of the part, using a
variety of objective functions reflective of deburring complexity,
such as the primary burr length or the number of edges on which
the burr is formed. The primary burr is assumed to be formed when
for a given depth of cut the exit angle is greater than a threshold
value (here the exit angle is the supplement of the definition given
earlier). The exit angle is computed as a function of cutter radius,
the angle of approach of the cutter, cutter centre position and the
part edge geometry. This approach assumes that only exit burrs are
primary. It considers only those parts which are smaller than tool
diameter.

Window framing or contour parallel milling (Fig. 33) which
avoids exit burr formation, is suggested as a solution to burr
minimization [57]. This scheme is not generally preferred as it
causes deterioration of the surface finish due to unbalanced forces
on the tool, and also increases the tool path length considerably.

Chu [36] extends the applicability of Narayanswami’s approach
to multiple tool paths as well as work parts with curved edges and
inner profiles. His algorithm discretizes curved edges, generates
zigzag tool-paths and estimates the total length of primary burrs
formed for each tool path based on the burr formation criteria. Exit
burr minimization is achieved by selecting tool feed directions and
simulation of primary burr locations.

6.2.2. Exit free tool path

Burr minimal tool path generation is a more direct approach
than testing various tool paths for relative burr length. Chu [37]
develops two distinct approaches for tool path planning of 2D
polygons. The first approach generates exit free tool paths by
offsetting the workpiece edges with appropriate width of cut. The
second one locally adjusts tool positions on given tool paths, to
avoid tool exits occurring around the workpiece vertices.

Exit free tool paths have been generated in a global manner by
offsetting the workpiece edges by Rangarajan [128]. He develops a
set of geometric algorithms that avoid tool exits in planar milling of
2D polygonal and curved contours. Tool paths are generated by
offsetting the workpiece edges with appropriate widths of cut,



Fig. 36. Various drilling burr shapes on a curved exit surface.

Fig. 34. Burr minimization using the feasible region approach on a sample part.

Fig. 35. Thin parts suitable for machining with a single pass.
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depending on the edge types (straight or circular), thus allowing
the tool to always enter the part. However, the total machining
time is increased, since a conventional zigzag tool path has to be
applied to remove the remaining material.

6.2.3. Feature priority

Not all edges of a part are critical with respect to burr problems.
Utilizing this fact, Rangarajan [127] develops a practical tool path
planning scheme for exit burr minimization, based on assigning
priorities to various features that require sharp edges. A detailed
algorithm was developed to identify and eliminate burr formation
in the most critical edges of the given part.

6.2.4. Feasible region approach

All the above geometric approaches for burr minimization tend
to increase the tool path length and thus the machining time
significantly. From a feasible set of burr minimal tool paths the
shortest path can be chosen using a modified convex hull [126].

Due to the tight cycle time constraints, large milling cutters are
sometimes used to complete the milling operation in a single pass.
As this class of single pass operations offers very little maneuver-
ability, completely avoiding exits is not possible. Ramachandran
[125] implements a tool path planning scheme developed by
Rangarajan [126] to handle this case.

Fig. 34 shows a sample part, the tool and the tool path generated
using the feasible region algorithm. The approach uses offset
calculations [128], local adjustments around corners [37] and
shortest path generation through the feasible region [126].

The ‘feasible region’ approach attempts to avoid primary burrs
on all workpiece edges (based on the exit/entrance angle burr
formation criteria), thus leading to significant increase in tool path
length in many cases. Many of the tool paths thus generated exceed
the cycle time required, and hence cannot be used in the
production line.

The feasible region approach works fine for thin parts
machinable in a single pass, like those shown in Fig. 35. It cannot
handle parts which are defined by multiple loops. It assumes that
there are no internal loops in the part and if there are it ignores
them as small pockets.
6.2.5. Continuity in tool paths

Machining time depends not only on the tool path length but
also on the continuity of the tool path. As the burr minimal tool
path is more discontinuous the increase in cycle time is large than
the proportional increase in the tool path length. The tool paths
that are generated for burr minimization tend to have a lot of small
tool path segments. These segments cause a significant feed loss as
the tool needs to come to a halt before it can start machining again.
To prevent the tool from stopping at the corners of tool path
segments, continuous arcs joining the two segments can be used.
Also, arcs can be used to combine few segments of tool paths into
one thus reducing the total number of segments.

6.3. Drilling burr minimization

Burr formation in drilling is primarily dependent upon the tool
geometry and tool/work orientation (that is, whether the hole axis
is orthogonal or not to the plane of the exit surface of the hole),
Fig. 36. Since the exit angle of the drill varies around the
circumference of the hole intersection, the potential for burr
formation will vary. This means that the intersection geometry as
well as tool geometries optimized to minimize adverse burr
formation conditions can be effective in minimizing burr forma-
tion. Burr formation in intersecting holes shows a high dependence
on angular position under the same cutting conditions. Large exit
angles yield small burrs. There is also a strong dependence on exit
surface angle (that is the degree of inclination of the intersecting
hole from perpendicular) [107]. Research shows that an exit
surface angle of 458 reduces burr formation [120].

Further, holes in multilayer materials offer additional chal-
lenges. This is especially true in aerospace applications where
structures are often composed of sandwich configurations of
metal, composite and sealant. Burr formation here is challenging as



Fig. 40. Web-based drilling burr control chart/burr expert for predicting likely burr

formation [105].

Fig. 37. Variation of the pivoting point [107].

Fig. 38. Likely burr forming area [107].

Fig. 39. Drilling burr control chart for 304L stainless steel material showing

normalized speed, s (vertical axis) vs. normalized feed, f (horizontal axis), d is drill

diameter. Minimized burr conditions indicated [108].
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interlayer burrs often need to be removed before final assembly.
Finite element analysis of these types of specific situations often
offers increased understanding of the problems. When drilling
multilayer material structures, the fixturing often plays an
important role in determining the size and location of burrs.
The gap provides space for burr formation at the interface of the
two material sheets [35].

6.3.1. Degree of plastic deformation

Park [120] investigates the influence of the exit surface angle
and found that burr formation decreases as the exit surface angle
increases. The pivoting point that initiates plastic bending leading
to large burr formation appears very close to the machined surface
when the exit surface angle is 308. As the exit surface angle
decreases, the pivoting point moves farther from the machined
workpiece and causes a larger burr.

The same theory can be applied to the cross-sectional diagram
of drilling on an angled exit surface at any moment. In the bottom
part of the workpiece where the exit surface angle is 308 in Fig. 37,
the pivoting point appears very close to the machined surface,
which results in no burr or a very small burr. As the exit surface
angle decreases, the pivoting point moves farther from the
machined surface. This can be explained by changes in the
stiffness of the workpiece material. As the cutting edge approaches
the exit surface, material is being cut until the pivoting point
appears at the exit surface. Once the pivoting point appears,
transition from cutting to bending occurs. When the exit surface
angle is large, the bottom part of the workpiece is stiffer than that
of smaller exit surface angle. Hence, thicker a workpiece sustains
the thrust force and delays formation of the pivoting point and thus
transition to bending. The upper part of the workpiece contains
thinner material that enables early formation of the pivoting point
far from the machined surface and early transition to bending from
cutting.

6.3.2. Likely burr forming area (burr prediction)

The interaction angle defines where the burr may form but the
angle does not consider deformation of the exit surface.
Considering both, the likely burr forming area is almost the entire
right half of the hole with a slight shift by feed and the exit surface
angle (Fig. 38a). The effective exit surface angle describes the
degree of plastic deformation and, thus, burr size distribution
(Fig. 38b). By combining these two factors, the likely burr forming
area can be represented as in Fig. 38c.

Using this idea, it may be possible to alter the feed motion of the
drill to reduce the likely burr formation region [151].

6.3.3. Burr control chart and expert system

Burr minimization and prevention in drilling is strongly related
to process conditions (feed rate and speed, for example) and drill
geometry. It is possible to represent the reasonable ranges of
operating conditions for drilling and burr formation potential by use
of a ‘‘burr control chart’’ derived from experimental data on burr
formation for varying speeds and feeds. This is similar to that seen in
Fig. 36 but based on a data fit. This can be normalized to cover a range
of drill diameters and, importantly, can be used across similar



Fig. 44. Burr formation when drilling carbon fiber reinforced laminates [152].

Fig. 41. Results of deburring of microburrs using an electric inductor (Source: Ko,

WG on Burrs [83]).

Fig. 42. Microburrs electron gun [83].

Fig. 43. Burr cap formation at tool exit (orbital drilling) [27].
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materials (carbon steels, for example). Data shows the likelihood of
creating one of three standard burrs, namely, small uniform (type I),
large uniform (type II) and crown burr (type III) [76,75]. Fig. 39 below
shows a typical burr control chart for 304L stainless steel.
Continuous lines delineate different burr types. Type I is smallest
and preferred. Burr height scales with distance from the origin. This
burr control chart can be integrated with an expert system allowing
queries of likelihood of burr formation to be shown on the control
chart when information on drill diameter, speed, feed, etc., are input,
red dot (For interpretation of the references to colour in the text, the
reader is referred to the web version of the article.) in Fig. 40. Typical
burr sizes expected are shown.

6.4. Integrated process planning and burr minimization

It is not sufficient to simply try to adjust process parameters for
burr minimization or prevention alone. One should also consider
other important constraints in machining, e.g. surface finish and
dimensional tolerances. Process considerations for insuring
optimum performance in face milling start from the so-called
macroplanning at a higher level to detailed microplanning
selecting machining conditions. The constraints include cycle
time, flatness and surface roughness, burr height, surface integrity,
etc. [130]. This enhanced process planning can be integrated with
the basic design process to ensure compliance with design criteria
and manufacturing process optimization.

7. Case studies

Several case studies from different manufacturing sectors were
presented as technical contributions during the meetings of the
CIRP working group on burrs. A number of these case studies
provide an excellent insight into the relevance of burr issues for
industrial practice. Therefore, they are included in this paper.

7.1. Microburrs

Ko [83] investigates deburring of microburrs using an electric
inductor (Fig. 41). The electric inductor creates a magnetic field.
Within this field ferromagnetic powders are used as an abrasive for
deburring. The example presented here is a part of an electron gun
(Fig. 42). Several variations of the deburring conditions were
carried out. Ko investigates two different powder volumes, two
different values for rotational speed and the influence of coolant.

7.2. Aerospace

In the aerospace industry, riveting and bolting are very common
joining operations. Therefore, drilling is one of the predominant
machining operations. To reduce weight, light weight materials are
widely applied in airplanes. This includes mainly aluminum and
titanium alloys and fiber reinforced plastics (FRP). Fig. 43
illustrates investigations of Brinksmeier [27] on orbital drilling
of aluminum alloys. Burr formation is reduced applying orbital
instead of conventional drilling.

Additionally, sandwich structures out of titanium and carbon
fiber reinforced plastic stacks are becoming more and more
common. Burr formation is a very important issue when machining
FRP or sandwich material as it influences the sandwich structure
and burrs form very irregularly. This increases the difficulty in
removing them. Particularly in aerospace industries burrs and caps
are not tolerated. Workpieces have to be free of any edge defects.
Fig. 44 illustrates the dimension of edge defects when drilling
carbon fiber reinforced laminates [152]. Edge defects occurring
when machining FRPs include delamination as well as burr
formation. Research is also done in the field of automotive FRPs.
Fig. 45 illustrates burr and cap formation when drilling glass mat
reinforced thermoplastics.

Vijayaraghavan [153] investigates the challenges in modeling
machining of multilayer materials, looking at metal–metal and
metal–composite stackups. Fig. 46 shows developmental work for
a current jet liner on interlayer burr formation. Burrs in critical



Fig. 47. Compressor casing (burrs from drilling and milling) [5].

Fig. 49. Disc brakes [5].

Fig. 46. Interlayer burr formation when drilling sandwich material [153].

Fig. 45. Burr and cap formation drilling glass mat reinforced thermoplastic (Source:

Aurich, WG on Burrs).

Fig. 48. Breakdown of manufacturing expenses after Bosch [65].
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aerospace parts (see Fig. 47) represent an important issue. These
burrs can significantly affect the workpiece’s life span. Associated
deburring costs can represent 9–10% of the total part manufactur-
ing cost breakdown.

7.3. Automotive suppliers

Suppliers for the automotive industry often consider deburring
which is a non-value-adding operation as an unimportant or
secondary operation. Precise figures on the cost of deburring are
therefore not easily available. However, some numbers have been
presented and published in the last years. Deburring costs in
automotive manufacturing can contribute significantly to the
overall manufacturing cost. The exact percentage depends to a
large extent on the specific part and its manufacturing sequence.
The numbers mentioned here are always related to direct
manufacturing cost without material cost. Deburring costs can
vary from 2% to 3% for mass production of simple parts in the
automotive sector up to 9–10% for complex parts. According to
information from a large German automotive supplier, in some
cases, deburring cost is as high as 14% of the manufacturing
expenses (see Fig. 48). This figure can even be higher in other
sectors like medical applications or precision machining.

In these industrial applications, various methods are described
for deburring: manual (hand filing, sand papering, hand-stones,
pneumatic or electrical motorized tools with mounted stones, cuts,
abrasive filament brushes), machining, EDM, ECM. As negative
effects of burrs, malfunctions, reduced part life or even small
injuries of assembly workers are reported.

Fig. 49 shows burrs found at disc brakes. Drilling is the main
cause of burrs in these parts. The deburring operation is carried out
by countersinking and milling. The total cost is close to 2–3%
compared with the total manufacturing cost [5]. In some cases high
investments, as for example robots are required in order to reduce
secondary machining cost and to keep part costs low.

7.4. Heavy transport and oil piping

Fig. 50 presents applications in the oil piping and heavy
transport sector. In the case of the heavy transport sector and due
to the complex part geometry and the rather low production
volume, manual deburring is the applied method (Fig. 50b).
Deburring of the flange for oil piping is carried out mainly to avoid
the risk of injuries to workers that will manipulate the workpiece



Fig. 52. Shaving head tooth produced by EDM (Source: Altena, H., Philips

Netherlands, 2008).

Fig. 54. Tool optimization (Source: Berger, K. Daimler AG).

Fig. 51. (a) Shaving head, (b) sawing process, (c) burr formed (Source: Altena, H.;

Philips Netherlands, 2008).

Fig. 50. (a) Flange for oil pipes; (b) Gear [5].

Fig. 53. High pressure water jet deburring of cylinder heads (Source: Berger, K.: WG

on Burrs 2006, Kobe).
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afterwards. Burrs are produced in the drilling operation (Fig. 50a)
Deburring costs can vary from 2% to 3% (oil piping) up to 7% (heavy
transport).

7.5. General industry

Fig. 51 shows burr formation when producing shaving heads.
The slots in the shaving heads were made by sawing and a lot of
burrs were formed. Three extra processing steps were needed to
get rid of the burrs. These extra steps are very costly and time-
consuming. To avoid burr formation and to decrease the process
forces the slots were made by wire EDM instead of sawing (Fig. 52).
Only small burrs are formed due to the high production speed. To
be able to further increase the product shape flexibility ECM is used
as production process nowadays. This process is completely burr-
free.

7.6. Automotive industry

A survey study carried out in the German automotive
industry [11] revealed that burrs cause 2–8% of the direct
manufacturing costs. Detached burrs and chips are a major
cause of malfunctions in engines. Furthermore, sharp edges and
burrs are reported as reasons for small injuries during product
handling. This results in the necessity to apply costly and
technologically demanding deburring and cleaning technologies.
Cleaning and deburring of complex automotive parts was
reported with a contribution between 8% and 20% of the total
manufacturing costs.

Loosening of burrs during service, i.e. in a cylinder head can
lead to severe damage or increased wear when particles (loose
burrs) are transported into critical areas of the engine. Fig. 53
shows the result of high pressure water jet deburring of cylinder
heads.

A large German automotive manufacturer reported investiga-
tions on tool optimization with respect to burr minimization and
tool wear reduction (see Fig. 54).

8. Conclusions and outlook

As a result of increased demands on part quality and functional
performance, edge conditions after machining have become an
issue of particular importance for many industries. Even small
burrs on edges cannot be allowed in many cases. This requirement
leads to deburring and cleaning operations which make up for a
considerable portion of manufacturing costs.

Therefore, and also evidently from the referenced papers, in the
past years there has been a great deal of research activity in this
field. The results of this research add considerably to the
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knowledge on the mechanisms of burr formation and deburring
which has been generated already in a ‘‘first wave’’ of burr research
between 1965 and 1980. Burr formation is understood to a good
extent, and recent research has concentrated more on the
application of the theoretical understanding in order to improve
edge quality in machining.

Current trends include support systems in computer-aided
design and process planning as well as tools designed to minimize
burr formation.

An important result of recent research into burrs is that burr
control rather than burr avoidance is a promising approach. A
controlled burr may be either acceptable due to its small size and
reproducible nature or it may be a burr which can be safely
deburred with a standardized automated procedure.

The future development for comprehensive and integrated
strategies for burr minimization and prevention will depend on:
� th
e continued development of predictive models with powerful
databases, including ‘‘expert data bases’’ for process specifica-
tion,

� s
imulation models of burr formation capable of indicating the

interaction and dependencies of key process parameters for
burrs at all scales,

� s
trategies for burr reduction linked to computer-aided design

and process planning systems (and close coordination with CAD/
CAM resource suppliers),

� in
spection strategies for burr detection and characterization

including specialized burr sensors,

� d
evelopment of specifications and standards for burr description

and measurement.

Recent experience indicates that such a process optimization
may also yield increases in throughput due to decreases in cycle
time gained by optimum part orientation on the machine during
machining [129].

Finally, it may be concluded that in the area of analysis, control
and removal of burrs the research of the last decades has now
created a solid base for many industrial applications. There are
however, several directions for research which are promising to
follow in the future. Firstly, the existing knowledge on burrs has
not yet been applied to many industries and workpiece classes.
This forms a promising field for applied research with quick effects
on industry. Secondly, the broader issue of edge and part
conditions and cleanliness is coming more and more into focus,
mechatronic products, micro-products and products with very
high performance demands all need to be technically clean and
without edge disturbances. Development and application of the
technologies necessary for clean mechanical machining have just
started.
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