
Lawrence Berkeley National Laboratory
Recent Work

Title
SUPERHILAC REAL-TIME VELOCITY MEASUREMENTS

Permalink
https://escholarship.org/uc/item/3m36z593

Author
Feinberg, B.

Publication Date
1987-03-01

eScholarship.org Powered by the California Digital Library
University of California

https://escholarship.org/uc/item/3m36z593
https://escholarship.org
http://www.cdlib.org/


1 
I.) 

LBL-22167 

Lawrence Berkeley Laboratory 
UNIVERSITY OF CALIFORNIA 

Accelerator & Fusion 
Research Division 

Presented at the 1987 Particle Accelerator 
Conference, Washington, DC, March 16-19, 1987 

SUPERHILAC REAL-TIME VELOCITY MEASUREMENTS 

B. Feinberg, D. Meaney, R. Thatcher, 
and C. Timossi 

~ ...... x. v 

\f • 2 '°87 .. '- I .J , 

March 1987 ~ . 

TWO-WEEK LOAN COpy 
• J ~t. .... 

This is a ,Library Circu/~.t;ng Copy " 
wh/ch~'may be borro,,;,,~'L~'~' 

Prepared for the U.S. Department of Energy under Contract DE-AC03-76SF00098 

~~ 

-



DISCLAIMER 

This document was prepared as an account of work sponsored by the United States 
Government. While this document is believed to contain correct information, neither the 
United States Government nor any agency thereof, nor the Regents of the University of 
California, nor any of their employees, makes any warranty, express or implied, or 
assumes any legal responsibility for the accuracy, completeness, or usefulness of any 
information, apparatus, product, or process disclosed, or represents that its use would not 
infringe privately owned rights. Reference herein to any specific commercial product, 
process, or service by its trade name, trademark, manufacturer, or otherwise, does not 
necessarily constitute or imply its endorsement, recommendation, or favoring by the 
United States Government or any agency thereof, or the Regents of the University of 
California. The views and opinions of authors expressed herein do not necessarily state or 
reflect those of the United States Government or any agency thereof or the Regents of the 
University of California. 
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B. Feinberg, D. Meaney, R. Thatcher, and C. Timossi 
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Summary 

Phase probes have been placed in several external 
beam lines at the LBL heavy ion linear accelerator 
(SuperHILAC) to provide non-destructive velocity 
measurements independent of the ion being 
acce lerated . l The existing system has been 
improved to provide the following features: a display 
refresh rate better than twice per second, a 
sensitive pseudo-correlation technique to pick out 
the si gnal from the noise, simultaneous measurements 
of up to four ion velocities when more than one beam 
is being accelerated, and a touch-screen operator 
interface. These improvements allow the system to be 
used as a routine tuning aid and beam velocity 
monitor. 

Introduction 

Th e Su perHILAC is capable of accelerating 
elements ranging in mass from hydrogen to uranium. 
As the accelerator can accelerate ions to different 
velocities ranging from 1 .2 MeV/AMU to B.5 MeV/AMU, 
it i s essential to have an unambiguous measurement of 
the beam velocity to satisfy the experimental 
requirements. Under normal operation as many as 
three different ions are accelerated on a pulse to 
pulse basis with a maximum repetition rate of 36 Hz, 
so the measurements must be made during the 
appropriate machine pulse. 

A system of capacitive electrodes called phase 
probes has been installed at the SuperHILAC to 
provide unambiguous velocity measurements for all ion 
beams irrespective of their mass . These phase probes 
were described at the 1985 Particle Accelerator 
Conference. 1 A brief summary of their operation 
wi 11 be provi ded, but the ma i n emphas is of the paper 
wi 11 be on the improvements made to the system that 
enable it to be used as a real -ti me tuning aid and 
non-destructive velocity monitor. 

Principles of Operation 

Five phase probe systems have been set up in the 
SuperHILAC experimental area. Each system consists 
of three pick - Up electrodes spaced along the 
beamline. The beam, bunched at 70 MHz, generates a 
signal by capacitively coup"Jing to each cylindrical 
probe as it passes along the probe axis. This signal 
is samp led at a rate of about 2 MHz and then 
amplified, digitized, and transmitted to a 
microcomputer where analysis takes place. 

1he three electrodes are unequally spaced, with a 
short distance between two of the electrodes to 
provide a coarse estimate of the beam velocity, and a 
longer distance to provide the final accurate 
measurement . All times are referenced to the RF 
period, so that probe si gnals separated by an 
integral number of RF periods appear identical . The 
short distance ensures that the transit time is 
between 0.5 and 1.5 RF periods for beam velocities 

*This work was supported by the Director, Office of 
Energy Research, Division of Nuclear Physics, Office 
of High Energy & Nuclear Physics, Nuclear Science 
Division, U.S. Department of Energy under Contract 
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between 1.2 and 10 MeV/AMU. The energy calculation 
makes use of this coarse velocity to determine the 
correct number of integral RF periods to add to the 
fractional period obtained from the time difference 
between the signaqs of probes 1 and 3, the longest 
separation in a system. This procedure results in an 
accurate, unambiguous determination of the beam 
velocity, with a system accuracy of ±0.25% . Other 
sources of error, such as the long term drift of 
delay lines, are ruled out since the system 
calibration is checked automatically whenever a new 
beamline is chosen, as is described below . 

The system is fu 11 y computeri zed, wi th a 11 
controls accessible from a console in the main 
control room. During normal operation the beam 
energy/nucleon is displayed on a vector graphics 
display in the control room along with a 
representative probe signal, and updated twice per 
second. This rapid update rate is essential for 
using the phase probes as a real - time tuning aid. 
The operator has the option of choosing which set of 
probes to use and which of the 36 pulses/sec to 
observe, and can change the gain of individual probe 
amplifiers to match the beam intensity. 
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Figure 1 - Block diagram of the phase probe system, 
showing the control console and the vector graphics 
display in the control room, the electronics and the 
microcomputer in the "F" area, and the sampling heads 
and probes in the experimental area . 



Hardware 

The distribution of the phase probe hardware is 
illustrated in Figure 1. There are four major compo
nents. The probes themselves are located in the 
experimental areas along with the sampling heads which 
sample the signals at a rate of about 2 MHz. The 
aliased signals from all the probes are co llected and 
brought to a camac c rate where they are dig it i zed. 
The digitized waveforms are then read using a parallel 
connection into a multibus-based controller called an 
Input/Output Micro-Module (IOMM) where the processing 
and data reduc t ion are performed. This module contains 
two BOB& based sing l e-board computers and a ca mac 
interface. One computer is used for communication to 
the control room, the other, which contains a math 
coprocessor and the phase probe programs in EPROM, 
actually performs the correlation and data reduction. 
Finally, the reduced data is sent, via a 3B.4 kbaud 
serial link, to the control room where the display 
computer receives it and displays the waveforms and 
velocity on a vector graphics display (HP1350 and 
HP1340). The operator makes selections and controls 
the displays from a touch-screen. The display hard 
ware, touch - screen, and IOMM hardware are all part of 
the existing control system for the SuperHILAC, so 
the phase probe control was easily integrated. 

Before the latest modifications the signa l analy
sis was performed by an Inte l Development Microcompu
ter in the control room . Extensive testing showed 
that the accuracy of the measurement decreased when 
1 ess than 500 time poi nts were used to represent one 
RF period. This means that three times 500, or 1500 
points are needed to represent the three phase probe 
signals, and another 500 points are needed to provide 
an RF reference signal. Shipping the 2,000 data points 
from the digitizer to the control room by means of 
the serial 1 ink requi res about seve n seconds. To 
reduce this time all signal analysis is now performed 
in the IOMM . Only the 50 points needed for the phase 
probe signal display, and the final beam velocity are 
transmitted by means of the serial link. This reduces 
the trans itt ime to a sma 11 fracti on of a second, so 
that the calculation time (to be discussed in the next 
sect ion) becomes the primary impediment to in creasing 
the upd ate rate of the system. 

A calibration chassis is located in the experimen 
tal area to provide reference signals to check out the 
sys tem . This chassis sends mock beam signals to the 
pha se probes each time a new phase probe line is 
chosen, or whenever a calibraUon of the system is 
desired by the operator. Delay lines are cut to simu 
lat e the arrival times of an B.3 MeV/AMU beam at each 
probe , with di fferent delays needed for each set of 
probes s ince the probe separations are not the same . 
The s imulated signal from the calibration chassis that 
is sent to the phase probes is analyzed by the stan 
dard data acquisition system . The system is considered 
to be functioning correctly if the result is between 
B. 27 and B.33 MeV/AMU. If the result is outside the 
acc eptable range then the sy stem remains in the 
calibration mode so that the problem can be diagnosed 
by the opera t or. 

The control con sole is shown in Figure 2. This 
con sol e a llows the operator to determine which of the 
phase probe systems is active. Up to four systems can 
be active at a time, with the beam velocity displayed 
on the con sole for each active system . Each probe I s 
gain can be set from the console, or an autoranging 
option can be chosen. The operator can decide which 
of th e three probe signal s i s to be di splayed on the 
vec t or graphics display, or can di splay all three 
s ignal s at one time. In addition, since there are two 
set s of vector graphics displays, signals from two 
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probe systems ca n be displayed s imultaneously. A 
sample signal display is s hown in Figure 3. In 
addition to the phase probe signa l, the velocity, 
beamline name, and the operating mode are displayed. 
The mode determine s which of the 36 pulses per second 
are being displayed at anyone time. 

Figure 2 - Photograph of the touch - screen control 
console in the contro l room. Note that the 
individual phase probe systems in operation are 
highlighted, and that all controls are accessible by 
means of the touch panel display. 

It is important to note that the touch-screen 
console is extremely simple to use. Rather than 
typing in the various parameters needed for a 
comp uter program to run the system, the entire system 
can be run with a few touches of the console. This 
ease of operation ensures that the program is used 
routinely as a velocity monitor, and also as a 
diagnost ic to monitor the bunch structure both whi le 
tuning up the beam and during normal operation. 

Figure 3 - Photograph of the phase probe signal . The 
beam velocity (in MeV/AMU) is clearly displayed, along 
with the beamline name. This di splay update s about 
twice per second when only one pha se pro be system is 
active . 



Data Analysis 

An ideal phase probe signal is similar to one 
full period of a sine wave. The function of the data 
processing program is to pick out the zero cross ·ing 
of the signal from each of the three probes. A 
pseudo-correlation technique helps to pUllout the 
signal from the noise. Conceptually the technique 
works as follows . The actual phase probe s·ignal is 
multiplied by an ideal phase probe signal at each 
point in time, and the sum is taken. The idealized 
s ignal is then stepped in time and the process is 
repeated until the idealized signa l is swept through 
the entire probe signal. When the signals are 
coincident in time, the sum will be a ma ximum, so the 
time step where the sum i s maximized represents the 
zero-crossing time . This pseudo-correlation is 
performed for each of the three probe signal s, and 
the zero-crossing times are compared. Noise 
contributions are minimized since only that part of 
the noise which falls under the ideal signa l 
contributes to the sum. 

In practice, doing the requi site number of 
floating point multiplications take s about two 
seconds of computer t ime for each of the three probe 
signals. Therefore a number of techniques were used 
to reduce the calculation time. First, it was 
recognized that the sine wave used as an idealized 
signal has four-fold symmetry so the number of 
mUltiplications cou ld be reduced by a factor of 
four. Next it was decided that enough accuracy could 
be achieved using integer multiplications instead of 
floating point calculations, greatly reducing the 
time needed. Finally, the idealized signal was 
digitized in steps to allow the multiplicat io ns t o be 
accomplished just by shifting bits in the actual 
s ignal, further reducing the calculation time. This 
combina tion of improvements has allowed us to 
ca lculate the velocity in less than 0.3 seconds, 
compared with the initial time of six seconds . 

Conclusion 

On-line real-time velocity measurements are being 
routinely performed at the SuperHILAC. The phase 
probe system provides a convenient means of 
determining the beam ve locity to an accuracy of 
±0.25%. Operators can easi ly examine both the 
velocity and the bunch structure of each of the 
different beams being accelerated at anyone time, 
regardless of the difference in beam intensities, 
energi es, or masses. The phase probe system, with an 
update rate of two times per second, provides an 
accurate velocity monitor and tuning aid. 
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