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DISCLAIMER 

This document was prepared as an account of work sponsored by the United States 
Government. While this document is believed to contain correct information, neither the 
United States Government nor any agency thereof, nor the Regents of the University of 
California, nor any of their employees, makes any warranty, express or implied, or 
assumes any legal responsibility for the accuracy, completeness, or usefulness of any 
information, apparatus, product, or process disclosed, or represents that its use would not 
infringe privately owned rights. Reference herein to any specific commercial product, 
process, or service by its trade name, trademark, manufacturer, or otherwise, does not 
necessarily constitute or imply its endorsement, recommendation, or favoring by the 
United States Government or any agency thereof, or the Regents of the University of 
California. The views and opinions of authors expressed herein do not necessarily state or 
reflect those of the United States Government or any agE!"ncy thereof or the Regents of the 
University of California. 
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ABSTRACT 

Crystalline aluminum nitride (AIN) thin films were formed on various substrates by 
using RF magnetron sputtering of an AI target in a nitrogen plasma and also by ion-assisted 
molecular beam epitaxy (IAMBE). Basal-oriented AIN/(111) Si showed a degradation of crys
tallinity with increased substrate temperature from 550 to 770 °C, while the crystallinity of AIN/ 
(0001) Al20 3 samples improved from 700 to 850 °C. The optical absorption characteristics of 
the AIN/(0001) Al20 3 films as grown by both deposition methods revealed a decrease in sub
bandgap absorption with increased substrate temperature. 

INTRODUCTION 

Aluminum nitride (AIN) is a promising wide bandgap semiconductor material (-6.2 e V) 
for UV light emitters and detectors[!]. It has also been investigated as an insulated-gate material 
for III-V field effect transistors [2,3], and as a suitable material for surface acoustic wave 
devices [4]. Furthermore, the large thermal conductivity (2 W/cm-K) of AlN makes it a good 
packaging material for integrated circuits [5]. 

Various methods of fabricating AIN have been reported. They include ammonalysis [1], 
MOCVD [6], DC magnetron sputtering [7], RF magnetron sputtering [8], reactive MBE [9] and 
ion-assisted MBE (lAMBE) [10,11]. In this work, we report the results of AlN thin films pre
pared using RF magnetron sputtering and lAMBE. We will compare the crystalline quality and 
optical absorption characteristics of these AlN films. 

RF magnetron sputtering was selected because it can provide high plasma ion density as 
well as high deposition rates. The lAMBE system was employed because it offered several 

~.. advantages over sputtering: the separate control of both Aland N2 +fluxes and the absence of Ar 
gas contamination. 
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EXPERIMENT 

Synthesis Methods 

A) RF Magnetron Sputtering System 

A RF magnetron gun mounted with a 2" Al target (99.999%purity) was used to prepare 
AlN thin films. To remove contamination from the AI target surface, the target was pre-sputtered 
at a RF power of 200 W with Ar at a chamber pressure of 40 mTorr for 60 minutes prior to each 
deposition. A high ratio of N2:Ar gas was selected to provide active nitrogen to react with the 
sputtered Al atoms to enhance the film crystallinity [12]. The sputtered samples were prepared 
at a N2:Ar flow rate of 140 sccm:20 seem, at a chamber pressure of 10 mT and RF power of 200 
W. Silver paste was applied between the heater substrate and sample to provide good thermal 
contact. The deposition rates varied between 80-120 A/min. (from 110 W to 200 W at 10 mT). 
The target-substrate spacing was 4 em. 

B) Ion-assisted molecular beam epitaxy (lAMBE) 

A WA-Tech Knudsen cell was heated to evaporate Al, which reacts with nitrogen ions 
bombarding the substrate surface to form AlN thin films. A resistive heater was used to heat the 
substrates. The nitrogen ions were supplied by a Kaufmann ion gun. A 2 cc PBN crucible 
loaded with 0.5 g of 6N pure AI charge was inserted inside the Ta heater foils of the Knudsen 
cell. The deposition rate of AlN thin film was 0.2 A/sec., which was considerably smaller than 
the RF magnetron sputtering rate. The activated nitrogen, composed of both ions and neutrals 
were created with an ion beam voltage of 35 V at a plasma discharge voltage of 30 V. The N2 + 

flux is 2 times greater than the Al flux. The sapphire substrates were heated to temperatures 
between 700 to 800 °C. Platinum foil was inserted between the sapphire substrates and the 
heater substrate to provide good thermal contact. Prior to the start of deposition, the Al20 3 sub
strates were immersed in the N2 + beam for 5 minutes. Chamber pressure was at the 10·4 torr 
range with a N2 flow of 3.5 seem during growth. The ion-gun to substrate spacing and the Knud
sen cell to substrate distances were 5 em and 15 em, respectively. 

Substrates 

A variety of substrates were employed, such as (111) Si, (1102) Al20 3 and (0001) Al20 3. 

Sapphire substrates (basal orientation, polished on both sides) were degreased using hot acetone 
followed by hot methanol rinse. Silicon substrates (111 orientation) were first etched in piranha 
(5H2S04:1H20 2) for 15 min., followed by a BHF dip to remove any residue surface oxide, and 
DI water rinse. 

Thin Film Analysis 

The crystallinity of the AlN thin films was determined using a Siemens AT-5000 X-ray 
diffractometer (Cu Kcx, A=0.154 nm). The optical absorption spectra of the AlN thin films sput
tered on a-Al20 3 (basal sapphire) and (1102) Al20 3 were obtained using a Perkin-Elmer 
Lambda-9 spectrometer. The transmissivity of the AlN films was measured, from which the 
absorption coefficient of the film was calculated. Film thickness was measured using both Ruth
erford backscattering analysis and a Dektak profilometer. 

-2-

' . 



, .. 
' 

\ 

1000 

800 
N 

~600 
N ...-... 
:>400 
~ 

< 
"-"200 

0 
4.5 

. . 

• 5.0 . 5:5 . 6:0 6.5 
Energy (eV) 

Figure 3: Optical Absorption Spectrum of 
sputtered AIN/(0001) AI2~. 
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Figure 4: Integration of absorption within the sub
bandgap region vs. substrate temperature of 
sputtered AIN. 

Analogous to the XRD data of the sputtered AIN samples, for IAMBE AlN, the X-ray 
peak increased with increasing substrate temperature. Furthermore, the FWHM decreased with 
temperature. Figure 5 shows the FWHM versus growth temperature. The optical absorption 
behavior of the MBE AlN also followed that of the sputtered films. Figure 6 shows that the 
higher the substrate temperature, the smaller the absorption in the sub-bandgap region. 

Substrate Dependence 

For sputtered AlN on (111) Si, crystalline film was achieved starting _at a substrate tem
perature of 550 °C. The (ll02) Al20 3 substrate was found not to be amenable to epitaxial hex
agonal AIN growth. Using (0001) Al20 3, wurtzite AlN was obtained by both sputtering and 
IAMBE, which indicated that it formed a good template for basal-oriented formation of AlN 
thin film. At 550 °C for (111) Si substrates, the AlN film was about as good in crystalline quality 
as 700 °C for ion-assisted MBE AlN/(0001) Al20 3• 

-3-



RESULTS AND DISCUSSION 

General Discussion 

Figure 1 shows the X-ray diffraction (XRD) data of AlN/(111) Si substrate using sput
tering, indicating basal orientation. The X-ray peak intensity decreased with increasing sub
strate temperature. The FWHM of the AlN peak was found to increase with increasing 
temperature (Figure 2). 
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Figure 1: XRD e-2e scan of (0002) AIN/(111) Si 
as a function of substrate temperature. 
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Figure 2: FWHM of AIN/(111) Si vs. substrate 
temperature. 

For films sputtered on the (1120) Al20 3 substrates in the temperature range 25 - 900 °C, 
the presence of strong preferential orientation was not detected with X-ray diffraction analysis. 
However, for basal Al20 3 substrates, (0002) AlN X-ray peaks were observed at 700 °C, and the 
intensity increased with substrate temperature to 850 °C. Figure 3 shows the optical absorption 
spectrum of the same set of sputtered AlN films. AIN grown at a higher temperature gave a 
sharper absorption edge than at lower temperature. All the AlN films grown in this temperature 
range exhibited a bandgap value of 6.1 e V, which was extracted from the steepest part of the 
absorption curve. The increased signal at the higher energy region can be attributed to the band
to-band absorption of states at the band edges. The absorption below the bandgap region was 
more pronounced for AlN films prepared at lower substrate temperatures. By integrating the 
area underneath the absorption spectrum in the sub-bandgap region, we observed that the 
amount of sub-bandgap absorption in the film decreased with increasing substrate temperature 
(Tsub). Figure 4 shows the sub-bandgap absorption level (in arbitrary units) vs. growth tempera
ture for sputtered AlN. 
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Figure 5: FWHM vs. substrate temperature 
for lAMBE AIN/(0001) AI203. 
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Figure 6: Optical absorption in sub-bandgap region 

vs. substrate temperature for (0002) AIN/AI20 3. 

AlN grown on (111) Si exhibited a wurtzite structure perpendicular to the Si (111) plane 
starting at 550 °C. With increasing substrate temperature, the crystallinity of the AlN degraded. 
We expect a reaction at the surface between the Al and Si atoms during the growth. Al forms an 
eutectic solution with Si at 560 °C. For (0001) sapphire substrates, the improvement in crystal
line quality of the AlN thin film for both RF sputtering and IAMBE was seen for increased sub
strate temperatures. The higher growth temperatures are believed to be important in overcoming 
the kinetic barriers of epitaxial AlN growth including formation of atomic nitrogen, adsorption, 
surface diffusion, and incorporation into the lattice. AlN is expected to be formed in the stable 
phase regime up to a substrate temperature of 1200 °C [13], and in the metastable regime to 
1500 °C [14]. AlN thin film growth at higher substrate temperatures is planned. 

The bandgap of sputtered AIN films on (1102) Al20 3 ranged from 5.2 to 5.84eV 
depending on growth conditions. Consistent with AlN/(0001) Al20 3 films, these bandgap values 
were extrapolated from the steepest portion of the optical absorption spectrum. On the other 
hand, the sputtered AlN films on (0001) Al20 3 possessed the same bandgap of 6.1 eV, and did 
not change over the temperature range 700 - 850 °C. 

CONCLUSION 

We have successfully grown basal-oriented AlN on both (111) Si and (0001) Al20 3 sub
strates. AlN/(111) Si achieved crystallinity along the c-axis at 550 °C, but the crystallinity began 
to degrade with increased substrate temperature due to the reaction between the growing over
layer and substrate. On the other hand, the crystallinity of the AlN thin films grown on (0001) 
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Al20 3 improved with increasing substrate temperature when grown by both RF magnetron sput
tering (700 - 850 °C) and lAMBE (700 - 800 °C). Furthermore, optical absorption measure
ments revealed that AlN/(0001) Al20 3 grown by the two methods possessed less sub-bandgap 
absorption when grown at higher temperatures. 
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