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CALCULATING THE Jc, B, T SURFACE FOR NIOBIUM TITANIUM USING A REDUCED-STATE MODEL
Michael A. Green
Lawrence Berkeley Laboratory, University of California
1 Cyclotron Road, MS 90-2148
Berkeley, CA 94720 USA

Abstract

This report presents a method for calculating the J¢, B, T
surface for commercial niobium titanium superconductor
given T¢, Bez and J¢ over a range B at a given temperature.
The Jc calculated as a function of B and T agrees with
measured values of J; quite well over a range of T from
1.5Kto7Kandarange of Bfrom0.1 Tto 10 T. The
values of J¢ given by this theory are good enough to be
used to calculate the performance of superconducting
magnets at temperatures other than 4.2 K, and the theory
can be used to predict the magnetization effects of
superconductors over a wide range of temperatures and
inductions. ’

ngkg. round

There is often the need to know the J¢ of niobium
titanium superconductor under conditions different from
those measured by the manufacturer. For example, one
often knows the critical current (critical current density, Jg)
as a function of magnetic induction at the boiling point of
helium (T = 4.22 K) over a limited range of magnetic
inductions (e.g., 2 T to 8 T). Suppose, however, one wants
to know the critical current density over a wide range of
magnetic inductions (from 0 to B¢p) at a temperature of, e.g.,
3.0 K. The measured data are often unavailable and costly

to obtain. This report presents a method by which one can' .

calculate the critical surface for a commercial niobium
titanium given only the upper critical field, Hcz, the critical
temperature, T, a parabolic breakpoint temperature, T', and
some values of the critical current versus magnetic field at
the boiling point of helium (or any other temperature).
The R ritical e Meth

The method used to calculate the critical surface for Nb-
Ti is based on the following assumptions: 1) the critical
temperature, T, at zero field and the upper critical field,
Heo, at zero temperature are functions only of the alloy or
chemical composition of the superconductor; 2) the critical
current density, Jg, is a function of the metallurgical
treatment of the superconductor such as heat treatment and
cold work, whereas T¢ and H¢z are independent of the
treatment of the superconductor; 3) the critical current of
the superconductor varies linearly with temperature (for

‘commercial Nb-Ti, this is true above T'); and 4) J¢-versus-B

is given at one temperature over a range of magnetic fields,
or in the absence of a complete Jq-versus-B curve
(particularly at low fields), the ratio of Jo(T,B)/Jc(T,5 T)iis
identical for all materials of the same alloy.

The reduced critical temperature, Ter, and the reduced
critical induction, BgR, are defined as follows:

Ten = 1565 ™

when J; is zero, and

BcT HT'

when J¢ is zero.

Bcr can be stated in terms of temperature, Tcg, using the
following relationship:

Ber = 1-(TcRIN (3)

where N is some number less than two. Lubell! states that
N = 1.7 fits measured data for niobium titanium over a
reasonable temperature range. This value is consistent
with WHH theory.2 An even better fit can be achieved using
a mixed quadratic and linear equation. (See Reference 5)

Figure 1 shows that Equation 3 fits to a measured value
of Ber-versus-Ter for niobium titanium. Also included in
Figure 1 are commercial samples of niobium titanium
tantalum, niobium zirconium, niobium-tin ribbon, and
multifilamentary niobium tin in a bronze matrix. The
niobium titanium data shown in Figure 1 comes from
References 3, 4, 6-9.
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Superconducting alioys such as Nb-Ti, Nb-Ti-Ta, and
Nb-Zr generally have set values of T¢(0). The upper critical
induction B¢2(0) quoted in the literature, often the value of

" surface-current critical induction B¢3(0), is generally a little
high. The value of B¢z where the bulk current density goes
to zero can be from 0.5 to 1.2 T lower than the highest value
of'Bc3.9:10 The critical temperature T¢(0) is a set value
when the filament diameter is above 1 um. With niobium
titanium, the value of T¢ and B¢z are depressed as the
filament diameter drops below 0.2 um.

Once the Bca-versus-T¢ curve has been determined at
zero critical current, a large part of the critical surface can
be calculated, provided one knows the critical current
versus magnetic induction at a temperature To that is less
than T¢. The critical surface for Nb-Ti can be divided into
two regions. In the region above a temperature T'

(T' ~ 0.4 T for Nb-Ti), Jc has a linear dependence with
temperature. At temperatures below T', the value of J¢ has
a parabolic dependence with temperature (see Figure 2).

The current density in the superconductor at a given
temperature T greater than T' and a magnetic induction B
can be calculated using the following equation:

Je(TB) = Jo(ToB) + FE(T-To) (4)

where Tg is the temperature (Tp > T') for which a known
curve of J-versus-B is given and where

dde(B) _ Je(To.B 5
ar T -1 | ()

and where from Equation 3
T = (1-Br)"™ Tc(0) . (6)
Equation 4 is valid ohly over the range of magnetic
induction B for which J(To,B) is given. If the value of J(T,B)

calculated using Equation 4 is negative, then J(T,B) is zero.
The key elements for calculating an accurate value of J(T,B)

are the values of Bc2{0) and T¢(0) used for the material and .

the values of J(To,B). Given values of J(To,B) at more than
one temperature, one can improve the values of B¢2(0) and
Te(0) used in Equations 3 and 6. .

It has been observed that at temperatures below about
3.5 K there is a different temperature dependence for
Jc.10.11 A parabolic temperature dependence can be used
for Jc at temperatures below T' (~ 3.5 K). The parabola
should have the property that dJo/dT =0 at T = 0 and dJc/dT
must equal the linear ddc/dT at T = T'. (T'is the parabolic
breakpoint temperature.} The other boundary condition is
that the Je-versus-T function must be continuous from T =0
to T =T" (see Figure 2).

1t one looks at the case where Tq is greaterthan Tand T
is less than T', the following set of equations now applies:

Je(T.B) = AA+CCT2 (7)
where
dJ
-G T) - (ea)

and
, 1 ddg
CC= zrar - (8b)

where T* is determined by Equation 6, and dJ¢/dT is
determined by Equation 5 because T, is above T'. When T
is greater than T' and Ty is greater than T, Equation-4 is
used as before. (See Figure 2 for a definition of AA, T', T*
and dJc/dT.) Forthe case when T, is less than T', the
reader should consult Reference 5 for the proper equations
to describe this case.

Figure 2.
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Equation 4 or 7 can be used to calculate J.(T,B)
provided one has a value of J¢(T,B). Many times one has
a value of J¢(To,B) over limited vaiues of B. The extension
of Jc at a higher field is quite easy because the J¢ function is
nearly linear with magnetic induction B. The following
relationship can be used to estimate the critical current
density given Jc(B) at a B greater than 0.7 Bea:

eToB) = JoTo) 52Tl BlTal. ©

where To is the temperature at which measured values
J¢(B,To) are given; By is the highest magnetic induction at
which the critical current density is known; B¢o(To) is the
critical magnetic induction at temperature To; and J¢(To,Bo)
is the critical current density at temperature T and
magnetic induction Bo.




Most critical current density measurements are made
using short sample measurements. The flaws in this
method include: 1) the size effects where there are large
variations in B across the filaments, and 2) the
measurements do not reflect true Jc because there is
“sausaging” of the filaments. A well made superconductor
will have a true J¢ which is close to that measured by short
sample methods (at inductions above 1 T). The only
reliable method for measuring J at low field is
magnetization. (See Reference 5)

A number of niobium titanium superconductors were
examined to determine the ratio of low-field J¢ to the Jc at 5
T. Figure 3 shows the reduced current density [J¢(B)
divided by J¢(5T)] at 4.2 K. The conductors shown in Figure
3 include Nb-Ti made in the years between 1969 and
1987.3.6,7,12-14 Conductors A through G and | had J¢
calculated from short-sample measurements. Conductors
H through Q had J. calculated from magnetization. The
scatter in the data in Figure 3 is as large as + 16 percent. It
is believed that Jc at Heq (about 0.011 T) is about 12 times
the J¢ at 5 T. The author found the results given in Figure 3
to be surprising, yet investigations of samples of Nb-Ti as
far back as 1965 yield results which fall on the curve given

in Figure 3.15

Figure 3.
REDUCED CRITICAL CURRENT DENSITY
VERSUS MAGNETIC INDUCTION
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Figure 4 shows the calculated value of J; as a function
of B at various temperatures for the superconductor used in
the Hampshire et al. measurements.3 The calculations
were based on measurements at 4.22 K given in the black
squares shown in Figure 4. The other points shown in
Figure 4 are measured values. From Figure 4 one can see
that the measured points agree with the calculated curves
within a few percent. Figure 5 shows a comparison with
calculations and measurements for a modern Nb-Ti
conductor.10 The curves were fit to the point in the filled
circles. ‘One can see in Figure 5 that the measured data
points fit quite well with the calculated values of Jc.

CRITICAL CURRENT DENSITY (A/mm*%x2)

1000.0

CRITICAL CURRENT DENSITY (A/mm*%2)

Figure 4.

CRITICAL CURRENT DENSITY VERSUS
TEMPERATURE AND MAGNETIC INDUCTION

LINEAR PLUS PARABOLIC TEMPERATURE FIT

3000.0 4000.0 5000.0

2000.0

0.0

Nb-44.0Ti

Te(0) = 9.22 K, Be2(0) =~ 13.60 T, T' = 3.4 K

Source of Data: M. Taylor (1872)

1 1 1
x Moiuuuzd Dl‘l
A pLIRO K,
e 81 220K
\ h
! \\ m at 422 KTI
: A 2] ln s.lao K
y\ \ \ e
A\t
: 4 —
3.00 K
NN
\ )
|~ 5.00 K

Theory Eq. 7 and 17

0.0

~t

2.0

Figure 5.

X 4.0 6.0
MAGNETIC INDUCTION (Tes!a)

T
8.0

10.0

XBL 882-675

CRITICAL CURRENT DENSITY VERSUS
TEMPERATURE AND MAGNETIC INDUCTION
LINEAR PLUS PARABOLIC TEMPERATURE FIT AT 4.24 K

. -Nb-GS.STI i .
I IV o
§ \\\\ 5 a %
© \\E\ » ® ptasex
g \\\:\\ Vst bl j
L AW,

H \\\\ N /_:::-“"
TN

N N
; NSO
“ SN
JESSAEARNNY

MAGNETIC INDUCTION (Tesia)

XBL 882-876



Reference 5 shows other comparisons between calculated
Jc and measured Jg. A good fit between measured and
calculated values of J¢ can be obtained for a variety of
niobium titanium ailoys from 44 w% titanium to 53 w%
titanium.6.9

‘The relationship shown in Figure 3 suggests that one
can calculate the entire J¢, B, T surface for niobium titanium
if one knows the value of Jc at 4.22 K and 5 T. (This is often
the specified value of J¢.) Figure 6 shows the calculated Jg,
B, T surface for Nb-Ti with a Jo(5.0 T, 4.2 K) = 3000 A mm-2,
The calculated surface shown in Figure 6 is probably
accurate to + 10 percent over much of the range. The type
of calculation shown in Figure 6 may be the only
reasonable way to estimate the Jg of superconductor at low
fields such as at injection into a machine like the SSC.

The theory given in Equation 4 permits one to calculate
the temperature dependence of the magnetization of
niobium titanium. At 4.22 K the theory calculates for Nb-
46.5 Ti (Tc = 9.35, Hez = 13.6 T) the {ollowing:

1 dde | -1
Jo a1 0.201 K ,

at a magnetic induction of 0.3 T, where T* is nearly equal to
Tc(0). Measurements of the temperature dependence of the
width of magnetization curves were made by Ghosh of
Brookhaven National Laboratory.1® These measurements
consistently showed that dJo/dT divided by Jc was
consistently 0.2 to 0.22 K-1 at magnetic inductions-of 0.0 to
0.3 T. Magnet measurements by W. B. Sampson et al.16 in
1978 indicate that the temperature dependence at 4.0 K is
such that dJ./dT divided by Jc is from 0.200 to 0.208 K-1 at
an injection magnetic induction of 0.375 T in the CBA
magnets.

Crifical Surface of Niobium Titanium in Three
Dimensions Based on J¢ = 3000 A mm-2
at5Tand 4.2K

Je(5.07,4.22K) Fit Point

Figure 6.
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