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28 Abstract 

29 The thermal response of an energy field scale pile that is part of a pair of energy piles 

30 spaced at a centre-to-centre distance of 3.5 m (i.e. 6 D, where D is the pile diameter), was 

31 examined experimentally and numerically. Three field tests were conducted to assess the axial 

32 and radial thermal responses of the energy pile: (1) heating of the energy pile alone; (2) heating 

33 of both energy piles simultaneously, and (3) heating of the other energy pile while the 

34 considered energy pile was not heated. Good agreement was obtained between the 

35 experimental and numerical evaluations of the energy pile during the tests. A parametric study 

36 of the validated numerical model was performed for each of the three tests to understand the 

37 effects of varying soil thermal conductivity, thermal expansion coefficient, and elastic modulus 

38 on the thermal response of the considered energy pile. The numerical results confirmed the 

39 field results that radial thermal stresses in the energy piles were insignificant compared to axial 

40 thermal stresses. The impact of elastic modulus of the soil was more significant on the thermal 

41 stresses of the energy pile compared to the effects of soil thermal conductivity and thermal 

42 expansion coefficient. The thermal stresses of the considered energy pile were not significantly 

43 affected when both energy piles were heated simultaneously, even though ground temperature 

44 changes between the energy piles were more significant due to thermal interaction. Only minor 

45 thermal effects on the non-thermal pile were observed during heating of one of the energy piles 

46 for different soil properties. 

47

48 Keywords: Energy piles; thermal interaction; field tests;

49

50

51

52
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53 Introduction

54 Energy piles may interact with other energy piles or nearby standard piles through a 

55 coupled heat transfer and volume change in the surrounding soil. Although there have been 

56 several studies on energy pile groups using field testing and numerical simulations, the role of 

57 soil properties on this interaction is not well understood. For example, field studies conducted 

58 by Mimouni and Laloui (2015) showed that thermal interactions between thermal and non-

59 thermal piles, for spacing ranging from 3 D to 5 D, could lead to the development of differential 

60 thermal loads in the piles. Field studies on a group of 6 energy piles conducted by You et al. 

61 (2014) indicated that ground temperatures overlapped between closely spaced (5 D) energy 

62 piles. However, the effect of this overlap on the thermal response of the piles was not 

63 investigated. Field tests on the axial thermal responses of a group of eight energy piles spaced 

64 between 9 m and 12 m (15 D and 20 D) were conducted by Murphy and McCartney (2014) 

65 and Murphy et al. (2015). The recorded ground temperatures indicated that the energy piles 

66 likely did not interact thermally during the duration of the thermal response tests. Rotta Loria 

67 and Laloui (2018) reported the results from field tests on thermal interaction between a 

68 triangular-spaced energy pile group with the same spacing as Mimouni and Laloui (2015) that 

69 included both operational and non-operational energy piles. They found that higher 

70 displacements and lower stresses occurred when all of the energy piles were heated. These 

71 observations were confirmed in full-scale tests on a row of energy piles, with 5 D spacing, 

72 performed by Wu et al. (2020). 

73 Small-scale physical modelling (Peng et al. 2018; Wu et al. 2018) and numerical and 

74 analytical studies (Salciarini et al. 2015; Suryatriyastuti et al. 2016; Saggu and Chakraborty 

75 2016; Di Donna et al. 2016; Rotta Loria and Laloui 2016, 2017a, 2018) highlighted the 

76 presence of thermal interactions between energy piles. These studies also reported that the 

77 thermal stresses of individual energy piles might be affected up to 50%  as a result of thermal 
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78 interaction with other piles. Most of these previous studies evaluated the axial thermal 

79 responses of energy piles, and only Mimouni and Laloui (2015) and Rotta Loria and Laloui 

80 (2017b) investigated the radial thermal reactions. A crucial gap in the current literature is that 

81 the previous studies did not assess the impact of varying some of the soil properties on the 

82 thermal responses of the piles. Some of these properties that could affect the thermal stresses 

83 in energy piles are the thermal conductivity, λsoil, thermal expansion coefficient, αsoil, and elastic 

84 modulus, Esoil, of the soil. Studies reported in current literature have investigated the effect of 

85 the soil above parameters for single energy piles; however, there is lack of knowledge on how 

86 these soil parameters can affect the energy pile thermal responses in case that more than one 

87 energy pile is operating.

88 For instance, the soil thermal conductivity, λsoil, determines the magnitude of 

89 conductive heat transfer between the energy pile and the surrounding soils. Guo et al. (2018) 

90 and Salciarini et al. (2017) showed that soils with higher λsoil tend to affect the temperature of 

91 a larger volume of soil surrounding an energy pile. An increase in λsoil could, therefore, increase 

92 the thermal interaction between closely spaced energy piles. Previous numerical studies have 

93 indicated that soils with lower λsoil tend to reduce the soil temperature changes due to more 

94 moderate heat transfer between the energy pile and the soil, hence leading to an increase in the 

95 energy pile temperature (Sani et al. 2019). Numerical studies also reported variations in axial 

96 thermal stresses of energy piles (Jeong et al. 2014; Salciarini et al. 2017) when λsoil was varied. 

97 These studies indicate that λsoil is a critical parameter that could affect the thermal responses of 

98 thermally interacting piles.  

99 The soil thermal expansion coefficient, αsoil, determines the magnitude of thermal 

100 deformations of the soil when subjected to temperature changes. The soil temperatures between 

101 thermally interacting energy piles are anticipated to be higher compared to isolated energy piles; 

102 thus, higher soil thermal deformations are also expected (You et al. 2014). The differences in 
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103 the thermal expansion coefficients of the pile concrete and the soil could affect the magnitudes 

104 of thermal stresses developed in the energy pile. This aspect has been highlighted by Rotta 

105 Loria and Laloui (2017b) in an experimental and numerical study on an energy pile surrounded 

106 by non-thermal piles. They indicated that the axial thermal stresses developed in the energy 

107 pile reduced when αsoil was higher than that of the pile concrete. Similar observations were 

108 reported by Salciarini et al. (2017) for a single energy pile in a group of energy piles and by 

109 Bodas Freitas et al. (2013) and Bourne-Webb et al. (2015) on isolated energy piles. Further 

110 investigations on the impact of αsoil will, therefore, provide more insight into the thermal 

111 responses of thermally interacting piles.  

112 The elastic modulus of the soil, Esoil, may also affect the thermal responses of energy 

113 piles since the restraints to the pile thermal expansion/contraction is affected. A numerical 

114 study conducted by Khosravi et al. (2016) showed that an increase in Esoil led to the 

115 development of higher magnitudes of axial thermal stresses in an energy pile. Olgun et al. 

116 (2014) observed that increasing Esoil resulted in higher magnitudes of radial contact stresses at 

117 the pile-soil interface. These limited studies indicate that variation of  Esoil could affect the axial 

118 and radial thermal responses of energy piles, and is, therefore, a subject of further investigation 

119 for thermally interacting piles. 

120 This paper aims to examine the role of soil properties and nearby piles on the thermal 

121 behaviour of an energy pile. Field testing and numerical simulations were performed to 

122 understand the interaction between a pair of energy piles spaced at a centre-to-centre distance 

123 of 3.5 m (6 D). Three scenarios were investigated: (1) heating of the energy pile alone next to 

124 a non-operating energy pile; (2) heating of both energy piles simultaneously, and (3) heating 

125 of the other energy pile while the considered energy pile was not heated (i.e., a non-operating 

126 energy pile). After comparing the results from the experiments and field simulations for the 

127 three cases, a parametric evaluation was conducted to explore the effects of varying soil 
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128 properties (i.e. thermal conductivity, λsoil, thermal expansion coefficient, αsoil, and the elastic 

129 modulus, Esoil) on the thermo-mechanical responses of one of the two energy piles.

130

131 In-situ testing

132    

133 Energy piles description and instrumentation

134 The soil profile at the test site, summarized in Table 1, consisted of mostly dense sands 

135 and was part of the Brighton Group of materials described in detail in Barry-Macaulay et al. 

136 (2013) and Faizal et al. (2018; 2019a, 2019b). The site consisted of two cast-in-place bored 

137 energy piles with 0.6 m diameter and 10 m length located under a six-storey student residential 

138 building at a centre-to-centre distance of 3.5 m (Figure 1). The two energy piles were not linked 

139 with a pile-cap. Detailed information on the layout, installation and instrumentation of the 

140 energy piles is given in Faizal et al. (2019a). One of the two energy piles (EP1) was 

141 instrumented with axial and radial vibrating wire strain gauges and thermocouples. Whereas, 

142 the second energy pile (EP2) was only instrumented with three thermocouples on the external 

143 wall of the pipes. Four U-shaped heat exchanger loops made with high-density polyethylene 

144 (HDPE) pipes were attached to the reinforcing cages up to the depth of both piles. The inner 

145 and outer diameters of the HDPE pipes were 20 mm and 25 mm, respectively. The compressive 

146 strength and elasticity modulus of the unreinforced concrete measured in the laboratory were 

147 64 MPa and 34 GPa, respectively. 

148 The considered energy pile (EP1) had vibrating wire strain gauges (VWSG) (Model: 

149 Geokon-4200) installed at five depths along the pile. There were five axial VWSGs (V1 to V5) 

150 and one radial VWSG (R) at each depth. The axial strain gauge V5 and radial strain gauge R 

151 were located near the centre of the pile while axial strain gauges V1 to V4 were located at 

152 approximately 160 mm away from the pile edge. Average magnitudes of temperatures, strains, 
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153 and stresses were considered from the axial VWSGs at a given depth. The water temperatures 

154 and flow rates at the inlet and outlet of the U-loops were recorded by Type T thermocouples 

155 and TM-series digital water flow meters, respectively. The ground temperatures were recorded 

156 using Type T thermocouples at two, 12 m deep, boreholes located between the two piles 

157 (Figure 1).

158

159 Experimental procedure

160 Three tests were conducted to investigate the aim of this study: (i) heating EP1 only, 

161 referred to as EP1active, to establish the axial and radial thermal responses of EP1  (ii) heating 

162 EP1 and EP2 simultaneously, referred to as (EP1 + EP2)active, to examine the effect of EP2 on 

163 the thermal response of EP1 (i.e. to investigate the impact of one operating energy pile on the 

164 other operating energy pile), and (iii) heating EP2 only, referred to as EP2active to examine the 

165 effect of EP2 as an operating energy pile on the thermal response of EP1 as a nearby non-

166 operating pile). The axial and radial thermal responses of EP1 were monitored in all the 

167 experiments due to its substantial instrumentation.

168 The ambient, inlet water and initial pile and ground temperatures for the three experiments 

169 are shown in Figure 2. The atmospheric temperatures used for all the parametric studies were 

170 obtained from a weather station located approximately 13 km from the experimental site 

171 (Figure 2a). The initial ground temperatures were measured by thermocouples located 0.63 m 

172 away from the edge of EP1 (Figure 1). The heating test on EP1 (EP1active) lasted for 18 days. 

173 Water at 48°C was circulated at a flow rate of 11 l/min in all the four loops. The experimental 

174 data for this experiment was reported in Faizal et al. (2019). The heating test on the two piles 

175 together, (EP1 + EP2)active, lasted for 35 days. The piles were connected in series with a water 

176 flow rate of 11 L/min and temperature of 44°C. The heating test on EP2 (EP2active) lasted for 

177 40 days with a flow rate of 11 l/min and water temperature of about 46°C. The cases presented 
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178 herein are for continuous operation of ground source heat pumps that would be applicable to 

179 commercial buildings such as hospitals and any other application that require long term 

180 heating/cooling. 

181

182 Numerical modelling

183 A numerical study was conducted to predict the thermal responses of EP1 for varying 

184 soil properties for all the three tests mentioned above. A three-dimensional finite element 

185 model was implemented in COMSOL Multiphysics software and was validated with the 

186 experimental results. A parametric evaluation of different λsoil, αsoil, and Esoil was then 

187 conducted using the numerical model. The 40×15×30 m3 3D finite element model, shown in 

188 Figure 3, consisted of 344821 tetrahedral, triangular, prismatic, linear and vertex elements from 

189 which EP1 is described by 94273 mesh elements. 

190 There was no groundwater encountered within the depth of the pile, and the soil at the site 

191 was considered to be dry.  The energy piles and the soil were considered to be isotropic, porous 

192 media composed of solid particles with voids filled with air, and heat transfer was assumed to 

193 be purely conductive. The solid is considered to be incompressible under isothermal conditions. 

194 The inertial effects of the solid skeleton are negligible, and the simulations represent quasi-

195 static conditions. The behaviour of all the materials is considered to be linear thermo-elastic, 

196 which is a reasonable assumption for relatively stiff soils like those encountered in the energy 

197 piles reported in the literature. The governing equations of the coupled thermo-mechanical 

198 problem commonly used in energy pile analysis are similar to those adopted by Caulk et al. 

199 (2014), Batini et al. (2015), Di Donna et al. (2016), and Rotta Loria and Laloui (2017b). The 

200 mechanical equilibrium equation can be written as follows:

201     (1)                                                                                                                𝐅𝑣 = ― ∇.𝛔
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202 where Fv is the volume force factor;  indicates divergence; and  is the total stress tensor. The ∇ 𝛔

203 heat conduction equation can be written as follows:

204 (2)(𝜌𝐶)𝑒𝑓𝑓
∂𝑇
∂𝑡 = ― ∇.𝜆𝑒𝑓𝑓∇𝑇

205 where T is temperature and  and  are the effective volumetric heat capacity at (𝜌𝐶)𝑒𝑓𝑓 𝜆𝑒𝑓𝑓

206 constant pressure and effective thermal conductivity, respectively. The thermal properties of 

207 the fluid and solid materials were assumed to be temperature-dependent and temperature-

208 independent, respectively. To account for heat transfer in a porous media, the effective 

209 volumetric heat capacity and thermal conductivity  were considered as follows:(𝜌𝐶)𝑒𝑓𝑓  𝜆𝑒𝑓𝑓

210 (3)(𝜌𝐶)𝑒𝑓𝑓 = 𝜃𝑝𝜌𝑝𝐶𝑝,𝑝 +(1 ― 𝜃𝑝)𝜌𝑠𝐶𝑝,𝑠

211             (4)𝜆𝑒𝑓𝑓 = 𝜃𝑝𝜆𝑝 +(1 ― 𝜃𝑝)𝜆𝑠

212 where   and  are the effective volumetric heat capacity at constant pressure and (𝜌𝐶)𝑒𝑓𝑓 𝜆𝑒𝑓𝑓

213 effective thermal conductivity, respectively,  and  are pore fluid (air in this study) and soil 𝜌𝑝 𝜌𝑠

214 densities,  and  and  and are representing thermal conductivities and specific heat 𝜆𝑝 𝜆𝑠 𝐶𝑝,𝑝 𝐶𝑝,𝑠 

215 capacity of these two materials respectively.  is the volume fraction of solid material (the 𝜃𝑝

216 ratio of the area occupied by the pore fluid to the entire cross-section of the soil).

217 Taking into account the thermal effects, Equation 1 can be rewritten as:

218                         (5)𝐅𝑣 = ― ∇.(𝐶𝑖𝑗𝑘𝑙(𝜀𝑖𝑗 ― 𝛼∆𝑇))

219 where  is the stiffness tensor, which is determined by material properties such as elastic 𝐶𝑖𝑗𝑘𝑙

220 modulus and Poisson’s ratio. is the strain tensor,  is the coefficient of thermal expansion, 𝜀𝑖𝑗 𝛼

221  is the change in temperature. ∆𝑇

222 The energy conservation equation for water can be written as follows:

223 (6)𝜌𝑓𝐴𝐶𝑓
∂𝑇𝑓

∂𝑡 + 𝜌𝑓𝐴𝐶𝑓𝑢𝑓.∇𝑇𝑓 = ∇. (𝐴𝜆𝑓∇𝑇𝑓) + 𝑄𝑤𝑎𝑙𝑙

224 where , , , and  are density, specific heat, velocity vector, thermal conductivity, 𝜌𝑓 𝐶𝑓  𝑢𝑓 𝜆𝑓 𝑇𝑓

225 and temperature of the circulating fluid, respectively.  represents the cross-section of the pipe 𝐴
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226 in which fluid is flowing and  indicates the heat flux per unit length of the pipe and is 𝑄𝑤𝑎𝑙𝑙

227 written as follows:

228 (7)𝑄𝑤𝑎𝑙𝑙 = ℎ𝑒𝑓𝑓(𝑇𝑒𝑥𝑡 ― 𝑇𝑓)

229 where  is an effective pipe heat transfer coefficient considering the wetted perimeter of the ℎ𝑒𝑓𝑓

230 pipe cross-section; and  is the external temperature surrounding the pipe. The effective heat 𝑇𝑒𝑥𝑡

231 transfer coefficient for circular pipe shapes used in this study can be determined as follows:

ℎ𝑒𝑓𝑓 =
2𝜋𝑟𝑖𝑛𝑡

1
ℎ𝑖𝑛𝑡

+
𝑟𝑖𝑛𝑡

𝜆𝑝
ln (

𝑟𝑒𝑥𝑡

𝑟𝑖𝑛𝑡
)

(8)

232 where  and  are internal and external pipe radius, respectively;  is pipe thermal 𝑟𝑖𝑛𝑡 𝑟𝑒𝑥𝑡 𝜆𝑝

233 conductivity; and  is convective heat transfer coefficient inside the pipe which can be ℎ𝑖𝑛𝑡

234 obtained by:

ℎ𝑖𝑛𝑡 =
𝑁𝑢𝑘𝑓

𝑑ℎ
(9)

235 where  is the hydraulic diameter (  and is the Nusselt number for round pipes 𝑑ℎ 𝑑ℎ =
4𝐴

2𝜋𝑟𝑖𝑛𝑡
) 𝑁𝑢 

236 and can be defined as a function of Reynolds, , and Prandtl, , numbers, as follows: 𝑅𝑒 𝑃𝑟

237        (10.a)𝑁𝑢 = max (3.66;𝑁𝑢𝑡𝑢𝑟𝑏)

𝑁𝑢𝑡𝑢𝑟𝑏 =
(𝑓𝐷

8 )(𝑅𝑒 ― 1000)𝑃𝑟

1 + 12.7
𝑓𝐷

8 (𝑃𝑟
2
3 ― 1)

(10.b)

238

𝑓𝐷 = [ ― 1.8 log (
6.9
𝑅𝑒)]

―1
(10.c)
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239 where  is the friction factor; , ,  is the fluid density, V is the 𝑓𝐷 𝑅𝑒 = 𝜌𝑓𝑉𝐷/𝜇 𝑃𝑟 = 𝜇𝐶𝑓/𝜆𝑓 𝜌𝑓

240 velocity of the fluid,  is the dynamic viscosity of the fluid, D is pipe diameter,  and  are  𝜇 𝐶𝑓 𝜆𝑓

241 the specific heat, and the thermal conductivity of the fluid, respectively.

242 The vertical boundaries at the sides of the model were assigned roller boundary 

243 conditions to allow vertical movement of the soil layers. A pinned boundary was applied at the 

244 base of the model, which prevents horizontal and vertical movements (Figure 3). The two 

245 energy piles and the soil were assumed to be bonded to each other at the pile-soil interface. 

246 Each energy pile is connected to a separate slab (with a dimension of 5.0×5.0×0.5 m) with 

247 perfect contact (full moment connection).  The initial temperatures of the soil, pile, and the 

248 pipes were assumed to be the same as the initial ground temperatures recorded at the beginning 

249 of each experiment. A design downward concentrated axial load of 1400 kN similar to that of 

250 Faizal et al. (2019a,b) was applied at the surface of the slabs above the two pile heads to 

251 simulate the building loads.  A diffusive surface was applied at the top boundary of the model 

252 to account for atmospheric temperature fluctuations which might affect the pile and soil 

253 temperatures for depths near the surface. 

254 The soil, energy piles, slab and HDPE pipe properties used in the numerical model 

255 were selected based on previous studies conducted on the field site (Barry-Macaulay et al. 2013; 

256 Singh et al. 2015; Faizal et al. 2018, 2019a, 2019b) and from common properties reported in 

257 the literature (Bowles 1968; Mitchell and Soga 2005; Bourne-Webb et al. 2009; Amatya et al. 

258 2012). These properties are summarized in Table 1. 

259

260 Field results and numerical validation

261 The field and numerical results are shown for average temperature changes of EP1, 

262 ΔTave of 10°C and 20°C for both EP1active and (EP1 + EP2)active tests (Figure 4). For EP1active, 

263 these temperature intervals correspond to 0.67, and 6 days of operation, respectively, and for 
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264 (EP1 + EP2)active, these intervals correspond to 6.2, and 13.9 days of operation, respectively. 

265 For EP2active, the results are shown for the maximum temperature change of 2.2°C of EP1 as a 

266 result of EP2 operation, corresponding to 40 days of operation.  

267 The thermal strains, εT, were calculated as follows: 

𝜀𝑇 = (𝜀𝑖 ― 𝜀0)𝐵 + (𝑇𝑖 ― 𝑇0)𝛼𝑠

(Error! No 

text of 

specified 

style in 

document.1)

268 where εi is strain at the time i, εo is the initial reference strain, B is the batch calibration 

269 factor of the strain gauges with a value of 0.975, Ti is the temperature of the strain gauges at 

270 time i, To is the reference temperature of the strain gauges, αs is the coefficient of linear thermal 

271 expansion of steel wire in the strain gauges (12.2 μɛ/°C).

272 The numerical axial and radial contact thermal stresses of EP1 were extracted from the 

273 finite element analysis at the pile centre and the pile-soil interface, respectively. The 

274 experimental axial thermal stresses in EP1 were estimated by the following equation:

275  (12)𝜎𝑇 = 𝐸𝑃(𝜀𝑜𝑏𝑠 ― 𝛼𝑓𝑟𝑒𝑒∆𝑇)

276 where is the elastic modulus of the concrete (taken as 34 GPa), is experimentally 𝐸𝑃 𝜀𝑜𝑏𝑠 

277 observed thermal strains,  is the free thermal expansion coefficient of the concrete, taken 𝛼𝑓𝑟𝑒𝑒

278 as 13 με/°C (Faizal et al., 2019a,b), and  is the change in temperature of the pile. The thermal ∆𝑇

279 expansion coefficient of concrete selected in the current study is within the range of 9 με/°C to 

280 14.5 με/°C reported by Stewart and McCartney (2014) and Bourne-Webb et al. (2016).

281 The experimental radial contact stresses of EP1 were estimated using cavity expansion 

282 analysis as follows:
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𝜎𝑛 =
𝐸𝑠∆𝑟

(1 + 𝑣𝑠)𝑟
(13)

283 where Es and vs are the elastic modulus and Poisson’s ratio of the surrounding dense sand, 

284 respectively, assumed to be 60 MPa and 0.3, respectively, based on typical values for dense 

285 sand (Faizal et al., 2019a,b; Elzeiny et al., 2020), r is the radius of EP1, and Δ𝑟 is the thermally 

286 induced radial displacement of EP1. 

287 The field and numerical results of temperatures, and axial and radial thermal 

288 strains/stresses of EP1 plotted against depth, for all experiments, are shown in Figure 4. 

289 Positive thermal strains indicate expansion and negative thermal stresses indicate compression. 

290 The numerical simulation results matched well with the in-situ results. 

291 The temperatures of EP1 for EP1active and (EP1 + EP2)active tests (shown in Figures 4a 

292 and 4b, respectively) were uniform with depth and reached a magnitude of approximately 38°C 

293 for both cases. There were negligible differences in the temperatures for EP1 for all tests, 

294 indicating that the operation of EP2 has insignificant effects on temperature of EP1 for the 

295 given spacing of 3.5 m. The temperature change of EP1 is not significant in the EP2active test 

296 compared to the EP1active and (EP1 + EP2)active tests and is also slightly non-uniform with depth, 

297 possibly due to some atmospheric effects near the surface. The radial and axial thermal strains 

298 (Figures 4c and 4d, respectively) and thermal stresses (Figures 4e and 4f) of EP1 increased 

299 when ΔTave increased from 10°C to 20°C for both EP1active and (EP1 + EP2)active tests. Due to 

300 the slight increase in temperature of EP1 in the EP2active test, small variations in axial and radial 

301 thermal strains/stresses were also observed in EP1. The lowest magnitude of axial thermal 

302 strains (Figure 4d), and thus the highest axial thermal stresses (Figure 4f), were observed at a 

303 depth of around 3 m in EP1 for all three experiments.  This depth can be considered as the 

304 location of the null point, indicating dominant stiffness of the overlying structure relative to 

305 the stiffness imposed by the soil beneath the pile toe. The radial thermal strains of EP1 (Figure 

306 4c) were significantly higher than the axial thermal strains of EP1 (Figure 4d) during the 
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307 EP1active and (EP1 + EP2)active tests, indicating the energy pile had less restrain to thermal 

308 expansion in the radial direction than in the axial direction. As a result, the radial thermal 

309 stresses (Figure 4e) were significantly lower than axial thermal stresses (Figure 4f) in EP1 for 

310 both EP1active and (EP1 + EP2)active tests. 

311 Figure 5a shows the experimental and numerical change in ground temperatures with 

312 depth for EP1active and (EP1 + EP2)active tests at the two boreholes located at 0.63 m and 1.95 m 

313 from the edge of EP1 (Figure 1). The ground temperatures at depths of 7.28, 9.5, and 12 m were 

314 not recorded from day 7 of the EP2active experiment due to technical issues so the temperature data 

315 of this experiment was not shown in Figure 5a. The transient ground temperature changes with 

316 increasing radial distance from the sides of EP1 and EP2 for a depth of 5 m is shown in Figure 

317 5b. These ground temperatures are for ΔTave = 20°C of EP1 for EP1active and (EP1 + EP2)active 

318 tests and ΔTave = 32°C of EP2 in the EP2active test. The ground temperatures at a radial distance 

319 of 0 m and 2.9 m from the edge of EP1 are the soil-pile interface temperatures of EP1 and EP2, 

320 respectively (Figure 5b). The soil temperature changes between the piles are more significant 

321 for the (EP1 + EP2)active test, indicating that heating both piles simultaneously increased the 

322 thermal interaction between the piles due to overlapping of ground temperatures. The ground 

323 temperature change at the edge of EP2 is lower than at the edge of EP1 in the (EP1+EP2)active 

324 test. This is because the heat exchangers of the two piles were connected in series. Since EP1 

325 was heated first, the rate of heating of EP1 was higher than EP2, and the temperature of the 

326 fluid entering EP2 was lower than that entering EP1. As a result, EP1 had higher temperature 

327 changes than EP2, which resulted in lower temperatures at the edge of EP2. The ground 

328 temperatures predicted by numerical simulations matched well with the field results. 

329  

330 Numerical investigation 
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331 A parametric evaluation using the validated numerical model was conducted to 

332 investigate the effect of soil elastic modulus, Esoil, thermal expansion coefficient, αsoil, and 

333 thermal conductivity, λsoil, on the thermal responses of EP1 for the three field tests described 

334 above. Three different values of each soil parameter were considered for all soil layers typical 

335 of sandy soil profiles after Bowles (1968) and Mitchel and Soga (2005) (i.e. 0.5Esoil, Esoil, 2Esoil; 

336 0.5λsoil, λsoil, 2λsoil; and 0.1αsoil, αsoil,10αsoil). The parameters of Esoil, λsoil, and αsoil have the same 

337 magnitudes used for the numerical validation of experimental results (Table 1). 

338 The experimental data for all three field tests had different inlet fluid temperatures, 

339 different atmospheric temperatures and different initial pile and ground temperatures (Figure 

340 2). In the parametric study, however, the same test and boundary conditions were applied to all 

341 three simulations to assess better the effects of individual soil properties under the same 

342 boundary conditions, i.e. same inlet fluid temperatures, fluid velocity (11 L/min), initial pile 

343 and ground temperatures, and ambient temperatures. The ambient, inlet fluid and initial pile 

344 and ground temperatures used in the parametric study are obtained from EP1active test (Figure 

345 2) and are shown in Figure 6. The inlet fluid temperatures represent typical fluid temperatures 

346 for energy piles during heating mode of a GSHP. 

347 The parametric simulations were conducted for 14 days for all three field tests. The 

348 results in the following sections are presented at Day 14 of the tests. In the parametric 

349 evaluation, it was assumed that the two energy piles were working separately (not connected 

350 in series) with the same inlet fluid temperatures, as shown in Figure 6b. This was done so that 

351 both energy piles had the same inlet fluid temperatures when heated simultaneously. Heating 

352 the two piles together in series would reduce the inlet fluid temperatures to EP2 compared to 

353 that of EP1 since EP1 will have a faster rate of heating, as was observed in the field test. 

354

355 Pile and ground temperatures 
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356 The effect of varying soil properties on the change in pile temperatures of EP1 and 

357 change in ground temperatures between the two piles is shown in Figure 7a and Figure 7b, 

358 respectively. The pile temperatures and ground temperatures were not affected by variations in 

359 Esoil and αsoil for all three tests (not shown here). The temperatures of EP1 reduced by 

360 approximately 2.5°C when λsoil increased from 0.5λsoil to 2λsoil (Figure 7a) for both EP1active and 

361 (EP1+EP2)active tests. Higher values of λsoil caused faster heat propagation in the soil, which 

362 resulted in lower thermal confinement around EP1, hence lower pile temperatures of EP1 are 

363 observed. For a given λsoil, the temperatures of EP1 were same for both EP1active and 

364 (EP1+EP2)active tests since the operation of EP2 did not affect the soil temperature at the edge 

365 of EP1, even though higher ground temperature changes occurred between the piles when both 

366 piles were heated simultaneously, as shown in Figure 7b. No significant changes were observed 

367 in temperatures of EP1 for the EP2active test. Negative temperature changes of EP1 near the 

368 surface during the EP2active test is due to the very low atmospheric temperatures at Day 14 

369 (Figure 6a).   

370 The ground temperatures during the EP1active test reduced with increasing radial 

371 distance from the edge of EP1. The ground temperatures during the (EP1+EP2)active test also 

372 initially reduced with increasing radial distance from the edges of EP1 and EP2, but eventually 

373 overlapped and developed higher temperatures near the mid-point between the two energy piles. 

374 This overlapping of ground temperatures indicates the presence of thermal interaction between 

375 the two energy piles when heated simultaneously in the (EP1+EP2)active test. 

376 Increasing λsoil reduced the ground temperatures near the energy piles, confirming the 

377 findings of Salciarini et al. (2017). This occurred due to higher heat propagation away from the 

378 energy piles when λsoil was increased. As a result of faster heat propagation near the piles, the 

379 ground temperatures increased farther away from the piles for both EP1active and 

380 (EP1+EP2)active tests. 
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381

382 Pile axial thermal strains and stresses

383 The effect of varying soil properties on the axial thermal strains and stresses of EP1 for 

384 all three test conditions are shown in Figure 8. The location of the maximum thermal stresses 

385 in EP1 remained approximately at the same depth of 3 m for all studied cases. Varying Esoil had 

386 more effects on the axial thermal strains and stresses of EP1 compared to the impacts of λsoil 

387 and αsoil for all three field tests.

388 The effects of Esoil on the axial thermal strains and stresses of EP1 are shown in Figure 

389 8a and Figure 8b, respectively. An increase in Esoil significantly increased the axial thermal 

390 stresses in EP1 for both EP1active and (EP1+EP2)active tests. Similar observations were noted by 

391 Khosravi et al. (2016). The axial thermal stresses in EP1 almost doubled in EP1active and 

392 (EP1+EP2)active tests at 3 m depth when Esoil increased from 0.5Esoil to 2Esoil. Higher Esoil results 

393 in higher rigidity of the soil; hence, a higher restriction is imposed on the axial thermal 

394 expansion of the energy pile (Figure 8a). For a given Esoil, the thermal stresses developed in 

395 EP1 were similar for the EP1active and (EP1+EP2)active tests, with slight differences in the upper 

396 section of the pile. This indicates that the operation of one energy pile did not affect the thermal 

397 stresses developed in the nearby operating energy pile when both piles were heated 

398 simultaneously. Operation of EP2 in the EP2active test induced insignificant thermal axial strains 

399 and stresses in EP1, indicating that the heating of an energy pile had negligible effects on the 

400 nearby non-operating pile. This can be due to the fact that EP1 and EP2 are not connected by 

401 a pile-cap.  The slightly positive (tensile) axial thermal stresses developed in the upper parts of 

402 EP1 in the EP2active test (Figure 8b) can be attributed to negative temperature changes in EP1 

403 due to atmospheric effect (see Figure 7a). 

404 Figure 8c and 8d show the effects of λsoil on the axial thermal strains and stresses of 

405 EP1, respectively. The thermal stresses developed in EP1 were lower than those developed for 
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406 different Esoil. There was a slight increase in axial thermal stresses of EP1 when λsoil was 

407 increased from 0.5λsoil to 2λsoil in EP1active and (EP1+EP2)active tests (by approximately 0.3 MPa 

408 at 3 m depth), even though the pile temperatures had reduced by 2.5°C (Figure 7a). This could 

409 be attributed to the lower expansion of the soil near the pile-soil interface as a result of lower 

410 ground temperatures for larger thermal conductivity (Figure 7) which possibly increased 

411 restraint of the axial thermal expansion of the pile. The thermal strains and stresses in EP1 were 

412 similar for both EP1active and (EP1+EP2)active for any given λsoil with slight differences in the 

413 upper pile section, indicating negligible thermal effects of one energy pile on the other when 

414 heated simultaneously. The magnitudes of axial thermal stresses and strains in EP1 in the 

415 EP2active test were negligible indicating negligible thermal effects on a nearby non-thermal pile 

416 due to the operation of an energy pile.  

417 The effects of αsoil on the axial thermal strains and stresses of EP1, are shown in Figures 

418 8e and 8f, respectively. The range of thermal stresses was lower than that for Esoil. Similar to 

419 what was observed for Esoil and λsoil, the thermal stresses in EP1 were similar for both EP1active 

420 and (EP1+EP2)active test with slight differences in the upper pile section, for a given αsoil. 

421 Increasing αsoil to 10αsoil (corresponding to αsoil/αpile of 0.7 and 7 respectively) resulted in a 

422 small reduction in axial thermal stresses in EP1 for both EP1active and (EP1+EP2)active tests, 

423 mostly for the upper pile section for 10αsoil (αsoil/αpile of 7). This can be related to the increased 

424 soil expansion for higher values of αsoil which resulted in a lower restriction on EP1. This 

425 behaviour is consistent with the observations reported by Bourne-Webb et al. (2016) and 

426 Salciarini (2017). Similar to the effects of Esoil and λsoil, there were negligible effects of EP2 

427 operation on EP1 in the EP2active test.  The values of αsoil/αpile used in this study are consistent 

428 with those of other studies which have been reported to vary between 0 and 2 (Bodas Freitas 

429 et al., 2013), 0.033 and 3.3 (Rotta Loria and Laloui 2017), and 1 to10 (Salciarini et al. 2017).

430
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431 Pile radial thermal strains and stresses

432 The effects of varying soil properties on the radial thermal strains and stresses of EP1 

433 for the three test scenarios are shown in Figure 9. The magnitudes of the radial thermal stresses 

434 in EP1 for all investigated soil parameters were significantly lower than the axial thermal 

435 stresses shown in Figure 8. The radial thermal strains were more significant and closer to the 

436 free thermal expansion of the pile compared to the axial thermal strains reported in Figure 8. 

437 These confirm the findings of previous studies that radial thermal stresses are insignificant 

438 compared to the magnitudes of axial thermal stresses in energy piles (Ozudogru et al. 2015; 

439 Gawecka et al. 2017; Faizal et al. 2018, 2019). The highest magnitudes of radial thermal 

440 stresses in EP1 for all cases are at a depth of 3 m due to the higher soil rigidity at this depth. 

441 Also, Esoil had higher impacts on the radial thermal stresses in EP1 compared to λsoil and αsoil.  

442 The effect of Esoil on the radial thermal strains and stresses of EP1 are shown in Figures 

443 9a and 9b, respectively. An increase in Esoil resulted in an increase in the magnitudes of radial 

444 thermal stresses in EP1 in EP1active and (EP1+EP2)active tests due to increased soil rigidity. 

445 These observations are consistent with the results reported by Olgun et al. (2014), where the 

446 normal stresses increased from 3.5 to 14 kPa when Esoil increased from 25 MPa to 100 MPa. 

447 For a given Esoil, the radial thermal stresses in EP1 were similar for EP1active and (EP1+EP2)active 

448 tests, with minor differences of approximately 5 kPa for 2Esoil. This confirms the negligible 

449 effects of the operation of one energy pile on the other nearby energy pile for the setting 

450 investigated in this study. Insignificant stress changes of up to 2.2 kPa were observed in EP1 

451 during the EP2active test.  

452 The effect of λsoil on radial thermal strains and stresses of EP1 are shown in Figures 9c 

453 and 9d, respectively. The radial thermal stresses of EP1 slightly reduced when λsoil increased, 

454 with a maximum reduction of 4.5 kPa at 3 m depth when λsoil increased from 0.5λsoil to 2λsoil. 

455 No significant differences were observed in radial thermal stresses of EP1 between the EP1active 
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456 and (EP1+EP2)active tests indicating insignificant thermal effects of the operation of one energy 

457 pile on the other energy pile. Similar to Esoil, negligible stress changes of up to 2.2 kPa were 

458 observed in EP1 in the EP2active test.  

459 The effects of αsoil on the radial thermal strains and stresses in EP1, are shown in Figures 

460 9e and 9f, respectively. The radial thermal stresses in EP1 increased for both EP1active and 

461 (EP1+EP2)active tests with increasing αsoil. The radial thermal stresses in EP1 in the EP1actvice 

462 test were higher than in the (EP1+EP2)active test for 0.1αsoil and αsoil (corresponding to αsoil/αpile 

463 of 0.07 and 0.7 respectively). However, for 10αsoil (αsoil/αpile of 7) the opposite behaviour is 

464 observed due likely to increased thermal expansion of the soil.  A higher volume of soil is 

465 subjected to temperature change when both piles are heated together (Rotta Loria and Laloui 

466 2017b). The radial thermal stresses in EP1 during the EP2active test was very low compared to 

467 the EP1active and (EP1+EP2)active tests. 

468

469 Thermal displacements

470 The effects of varying soil properties on the axial and radial thermal displacements of 

471 EP1, for all three test scenarios, is shown in Figure 10. The radial thermal displacements were 

472 very low with a range of -0.03 mm to 0.01 mm, for all soil properties. The axial thermal 

473 displacements at the pile head of EP1 were much higher than radial thermal displacements and 

474 ranged between 0.3 mm to 0.5 mm for all soil properties. The radial and axial thermal 

475 displacements of EP1 were, however, up to 0.005% and 0.1% of the pile diameter, respectively, 

476 much lower than the generally allowable 10% of the pile diameter failure criteria.  

477 Increasing Esoil resulted in a slight decrease in axial thermal displacements of EP1 for 

478 both EP1active and (EP1+EP2)active tests due to the higher restriction of the surrounding soil 

479 (Figure 11b). The axial thermal displacements of EP1 also reduced with increasing λsoil for both 

480 EP1active and (EP1+EP2)active tests, likely due to increased soil strength near the pile due to 
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481 temperature changes. Increasing αsoil did not significantly affect the axial thermal displacement 

482 of EP1 for both EP1active and (EP1+EP2)active tests. There were no significant differences in 

483 axial and radial thermal displacements of EP1 between the EP1active and (EP1+EP2)active tests 

484 for all soil properties, confirming the negligible effects of the operation of one energy pile on 

485 the other. The axial and radial thermal displacements of EP1 for the EP2active test were 

486 insignificant for all soil properties confirming negligible effects of an operating energy pile on 

487 a nearby non-thermal pile 

488 Concluding remarks

489 This paper examined the thermal responses of one of a pair of field-scale energy piles 

490 spaced at a centre-to-centre distance of 3.5 m. A parametric study was conducted with a 

491 numerical model validated with field tests to explore the effects of varying soil thermal 

492 conductivity, thermal expansion coefficient, and elastic modulus on the thermal response of 

493 the considered energy pile. Heating the two piles together increased thermal interaction 

494 between the piles due to higher ground temperature changes between the piles due to thermal 

495 overlapping. This thermal interaction, however, did not affect the magnitude of thermal stresses 

496 developed in the considered energy pile for all soil properties, indicating negligible thermal 

497 effects from the operation of one energy pile on the other energy pile during simultaneous 

498 heating. Heating only one pile also induced insignificant thermal effects on the other non-

499 thermal pile for all soil properties. This outcome indicates that the operation of energy piles 

500 will not induce thermal stresses in nearby non-operating piles in the setting investigated in this 

501 paper. The effect of elastic modulus of the soil was more significant on the thermal stresses 

502 and displacements developed in the considered energy pile compared to the impact of thermal 

503 conductivity and thermal expansion coefficient of the soil. Increasing thermal conductivity of 

504 the soil, however, induced higher ground temperature changes around both energy piles. The 

505 numerical simulations confirmed the field results that the magnitudes of radial thermal stresses 
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506 developed energy piles were insignificant compared to the axial thermal stresses for all soil 

507 properties. The thermal displacements of the considered energy pile were negligible and 

508 significantly lower than 10% of the pile diameter for all studied cases and are not expected to 

509 affect the structural integrity of the energy piles.  The results of this paper will be useful in 

510 assessing the thermal interaction among closely spaced energy piles that are not linked by a 

511 pile-cap when designing energy piles at different sites with soil properties similar to those 

512 reported in this paper. It should be noted that for energy piles spaced closer to each other (i.e., 

513 in secant or tangent walls), thermal interaction between the energy piles might be more 

514 significant. 

515
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743
744
745 Table 1. Material properties for numerical simulations calibrated against field test 
746 measurements

Material

Depth
z 

[m]

Elastic 
modulus 

E 
[MPa]

Poisson’s 
ratio 

 
[—]

Porosity 
n 

[—]

Total 
density

ρ 
[kg/m3]

Specific 
heat
Cp 

[J/kgK]

Thermal 
Conductivity 

λ
 [W/(mK)]

Coef. 
Therm. 
Exp. α 
[/°C]

Fill
0.0-
0.5

15 0.3 0.35 1750 800 1.1 10

Sand
0.5-
3.5

500 0.25 0.33 1800 840 1.7 10

 Sandy clay
3.5-
6.0

75 0.30 0.33 1950 810 2.0 10

Sand
6.0-
12.5

120 0.25 0.30 2200 850 2.3 10

Pile — 35000 0.22 — 2500 810 1.5 13
Slab — 35000 0.20 — 2500 850 1.5 13

HDPE pipes — — — — — — 0.4 —
747

748
749
750

751

752
753
754
755
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Figure 1. Field scale energy piles instrumentation and WVSGs locations (after Faizal et al. 

2019). 
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Figure 2. Ambient, inlet fluid temperature, and initial pile and ground during three 

experiments: (a) ambient atmospheric temperature; (b) inlet fluid temperature; (c) initial pile 

temperatures; and (d) initial ground temperatures. 
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Figure 3. Finite element mesh of the numerical model (a) 3D view; (b) plan view; (c) side view 

of energy pile and heat exchanger loops; (d) plan view of energy pile and heat exchanger loops. 
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Figure 4. Experimental and numerical profiles of EP1 (a) temperatures from radial VWSGs; 

(b) temperatures from axial VWSGs; (c) radial thermal strains; (d) axial thermal strains; (e) 

radial thermal stresses; (f) axial thermal stresses. 
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Figure 5. Experimental and numerical soil temperature distributions between the two energy 

piles: (a) versus depth; (b) versus radial distance at a depth of 5 m.  
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Figure 6.  Ambient, inlet fluid temperature, and initial pile and ground temperature used in the 

parametric analyses: (a) ambient atmospheric temperature; (b) inlet fluid temperature; and (c) 

initial pile and ground temperatures. 
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Figure 7. Effect of varying soil thermal conductivity on (a) EP1 temperature; (b) ground 

temperature.  
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Figure 8. Axial thermal responses of EP1 from the parametric evaluation: (a) strains when 

varying Esoil; (b) stresses when varying Esoil; (c) strains when varying λsoil; (d) stresses when 

varying λsoil; (e) strains when varying αsoil; (f) stresses when varying αsoil. 
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Figure 9. Radial thermal responses of EP1 from the parametric evaluation: (a) strains when 

varying Esoil; (b) stresses when varying Esoil; (c) strains when varying λsoil; (d) stresses when 

varying λsoil; (e) strains when varying αsoil, (f) stresses when varying αsoil. 
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Figure 10. Radial (δTR) and axial (δTA) thermal displacements of EP1 from the parametric 

evaluation: (a) δTR when varying Esoil; (b) δTA when varying Esoil; (c) δTR when varying λsoil; (d) 

δTA when varying λsoil; (e) δTR when varying αsoil; (f) δTA when varying αsoil. 
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